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(57) A reduced keyboard disambiguating system 
(50). The keyboard (54) has twelve keys (56, 60, 62, 
64), nine of them labeled with numerous letters and oth- 
er symbols, and those nine plus one more are labeled 
each with one of the ten digits. Textual entry keystrokes 
are ambiguous. The user strikes a delimiting "Select" 
key (60) at the end of each word, delimiting a keystroke 
sequence that could match any of many words with the 
same number of letters. The keystroke sequence is 
processed with a complete vocabulary, and words which 
match the sequence of keystrokes are presented to the 
user in order of decreasing frequency of use. In addition, 
stems of longer words whose initial letters match the se- 
quence of keystrokes are also presented to the user in 
order of decreasing frequency of use. The first work (78) 
in the presented list (76) is automatically selected by the 
input of the first character in the next word. The letters 
are assigned to the keys in a non-sequential order which 
reduces chances of ambiguities. The "Select" key (60) 
is pressed to select the desired word other than the first 
word, and spacing between words and punctuation is 
automatically computed. For words which are not in the 
vocabulary, a simultaneous unambiguous interpretation 
of each keystroke is performed to specify each letter of 
a desired word. The system simultaneously interprets 
all keystroke sequences as both ambiguous and unam- 
biguous keystrokes. The user selects the desired inter- 



pretation. The system also presents to the user the 
number which is represented by the sequence of key- 
strokes for possible selection by the user. 
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Description 

Field of the Invention 

5 [0001] The invention relates generally to reduced keyboard systenns, and nnore specifically to reduced keyboard 
systems using word-level disambiguation to resolve ambiguous keystrokes. 

Background of the Invention 

10 [0002] For many years, portable computers have been getting smaller arid smaller. The principal size-limiting com- 
ponent in the effort to produce a smaller portable computer has been the keyboard. If standard typewriter-size keys 
are used, the portable computer must be at least as large as the keyboard. Miniature keyboards have been used on 
portable computers, but the miniature keyboard keys have been found to be too small to be easily orquickly manipulated 
by a user. 

15 [0003] Incorporating a full-size keyboard in a portable computer also hinders true portable use of the computer. Most 
portable computers cannot be operated without placing the computer on a flat work surface to allow the user to type 
with both hands. A user cannot easily use a portable computer while standing or moving. In the latest generation of 
small portable computers, called Personal Digital Assistants (PDAs), companies have attempted to address this prob- 
lem by incorporating handwriting recognition software in the PDA. A user may directly enter text by writing on a touch- 

20 sensitive panel or screen. This handwritten text is then converted by the recognition software into digital data. Unfor- 
tunately, in addition to the fact that printing or writing with a pen is in general slower than typing, the accuracy and 
speed of the handwriting recognition software has to date been less than satisfactory. To make matters worse, today's 
handheld computing devices which require text input are becoming smaller still. Recent advances in two-way paging, 
cellular telephones, and other portable wireless technologies has led to a demand for small and portable two-way 

25 messaging systems, and especially for systems which can both send and receive electronic mail ("e-mail"). 

[0004] It would therefore be advantageous to develop a keyboard for entry of text into a computer that is both small 
and operable with one hand while the user is holding the computer with the other hand. Prior development work has 
considered use of a keyboard that has a reduced number of keys. As suggested by the keypad layout of a touch-tone 
telephone, many of the reduced keyboards have used a 3-by-4 array of keys. Each key in the array of keys contains 

30 multiple characters. There is therefore ambiguity as a user enters a sequence of keys, since each keystroke may 
indicate one of several letters. Several approaches have been suggested for resolving the ambiguity of the keystroke 
sequence. 

[0005] One suggested approach for unambiguously specifying characters entered on a reduced keyboard requires 
the user to enter two or more keystrokes to specify each letter. The keystrokes may be entered either simultaneously 
35 (chording) or in sequence (multiple-stroke specification). Neither chording nor multiple-stroke specification has pro- 
duced a keyboard having adequate simplicity and efficiency of use. Multiple-stroke specification is inefficient, and 
chording is complicated to learn and use. 

[0006] Other suggested approaches for determining the correct character sequence that corresponds to an ambig- 
uous keystroke sequence are summarized in the article "Probabilistic Character Disambiguation for Reduced Key- 

40 boards Using Small Text Samples," published in the Journal of the International Society for Augmentative and Alter- 
native Communication by John L. Arnott and Muhammad Y. Javad (hereinafter the "Arnott article"). The Arnott article 
notes that the majority of disambiguation approaches employ known statistics of character sequences in the relevant 
language to resolve character ambiguity in a given context. That is, existing disambiguating systems statistically ana- 
lyze ambiguous keystroke groupings as they are being entered by a user to determine the appropriate interpretation 

45 of the keystrokes. The Arnott article also notes that several disambiguating systems have attempted to use word-level 
disambiguation to decode text from a reduced keyboard. Word-level disambiguation disambiguates entire words by 
comparing the sequence of received keystrokes with possible matches in a dictionary after the receipt of an unambig- 
uous character signifying the end of the word. The Arnott article discusses many of the disadvantages of word-level 
disambiguation. For example, word-level disambiguation oftentimes fails to decode a word correctly, because of the 

50 limitations in identifying unusual words and the inability to decode words that are not contained in the dictionary. Be- 
cause of the decoding limitations, word-level disambiguation does not give error-free decoding of unconstrained English 
text with an efficiency of one keystroke per character. The Arnott article therefore concentrates on character level 
disambiguation rather than word-level disambiguation, and indicates that character level disambiguation appears to 
be the most promising disambiguation technique. 

55 [0007] One suggested approach based on word-level disambiguation is disclosed in a textbook entitled Principles 
of Computer Speech, authored by I. H. Witten, and published by Academic Press in 1982 (hereinafter the "Witten 
approach"). Witten discusses a system for reducing ambiguity from text entered using a telephone touch pad. Witten 
recognizes that for approximately 92% of the words in a 24,500 word dictionary, no ambiguity will arise when comparing 
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the keystroke sequence with the dictionary. When ambiguities do arise, however, Witten notes that they must be re- 
solved interactively by the system presenting the ambiguity to the user and asking the user to make a selection between 
the number of ambiguous entries. A user must therefore respond to the system's prediction at the end of each word. 
Such a response slows the efficiency of the system and Increases the number of keystrokes required to enter a given 
5 segment of text. 

[0008] Disambiguating an ambiguous keystroke sequence continues to be a challenging problem. As noted in the 
discussion above, satisfactory solutions that minimize the number of keystrokes required to enter a segment of text 
have failed to achieve the necessary efficiencies for a reduced, disambiguating keyboard to be acceptable for use in 
a portable computer. One challenge facing any application of word-level disambiguation is providing sufficient feedback 

10 to the user about the keystrokes being input. With an ordinary typewriter or word processor, each keystroke represents 
a unique character which can be displayed to the user as soon as it is entered. But with word-level disambiguation this 
is often not possible, since each keystroke represents multiple characters, and any sequence of keystrokes may match 
multiple words or word stems. This is especially a problem when the user makes a spelling or keystroke error, since 
the user cannot be certain that an error has occurred until the complete key sequence has been entered and the desired 

f5 word fails to appear. Moreover, recent publications have taught away from using word-level disambiguation and have 
focused on character level disambiguating techniques. It would therefore be desirable to develop a disambiguating 
system that minimizes the ambiguity of entered keystrokes, and also maximizes the efficiency with which the user can 
resolve any ambiguity which does arise during text entry. 

20 Summary of the Invention 

[0009] The present invention provides a reduced keyboard which uses word-level disambiguation to resolve ambi- 
guities in keystrokes. In one embodiment^ the system includes a display panel which is touch sensitive, wherein contact 
with the surface of the display generates input signals to the system corresponding to the location of contact. Alterna- 

25 lively, the keyboard can be constructed with full-size mechanical keys. 

[0010] In one preferred embodiment, nine symbol and letter keys are grouped in a three by-three-array along with 
three to six additional special function keys. A plurality of letters and symbols are assigned to some of the keys, so 
that keystrokes on these keys (hereinafter the "data keys") are ambiguous. A user may enter a keystroke sequence 
wherein each keystroke con^esponds to the entry of one letter of a word. Because individual keystrokes are ambiguous, 

30 the keystroke sequence can potentially match more than one word with the same number of letters. The keystroke 
sequence is processed by vocabulary modules which match the sequence to corresponding stored words or other 
interpretations. Words that match the sequence of keystrokes are presented to the user in a selection list on the display 
as each keystroke is received. 

[0011] In accordance with one aspect of the invention, the keystroke sequence can represent both letters and digits. 
35 The keystroke sequence is simultaneously interpreted as a number and as one or more words. The alternative inter- 
pretations of the keystroke sequence can also be provided to the user in the selection list. 

[0012] In accordance with another aspect of the invention, the word interpretations are presented in order of de- 
creasing frequency of use, with the most commonly used words presented first. Items in the selection list selected by 
pressing the Select key one or more times. Keystrokes can be "undone" by pressing a Backspace key. 
40 [0013] In accordance with yet another aspect of the invention, the user presses a Select key to delimit an entered 
keystroke sequence. After receiving the select key, the disambiguating system selects the most frequently used word 
and adds the word to the sentence being constructed. The select key also serves to generate a space following the 
selected word, i.e., the reduced keyboard disambiguating system automatically inserts the appropriate spacing be- 
tween words. 

45 [0014] In accordance with another aspect of the invention, the select key is also used to select less commonly used 
words from the selection list presented to the user. If the word presented to the user at the top of the selection list is 
not the desired word, the user presses the Select key again to advance from the most frequently used word to the 
second most frequently used word, and again to advance to the third most frequently used word, and so on. This 
embodiment of the reduced keyboard disambiguating system has no dedicated "execute" or "accept" key to act on an 

50 entry once it has been selected. Once the desired word is selected by the user, it is added to the sentence being 
composed upon receipt of the next symbol or character keystroke. 

[0015] In accordance with still another aspect of the invention, the user may select a desired word or other interpre- 
tation from the selection list simply by touching it on the screen. When a word is selected in this fashion prior to activation 
of the Select key, the selected word is placed at the insertion point in the output document without adding a space. 
55 Alternatively, touching the screen anywhere other than on the displayed keyboard or on the selection list has the effect 
of accepting the current word or symbol in the selection list. The selection list also includes a scrolling control button 
to manually scroll additional less commonly used items onto the display screen for selection. 

[0016] In accordance with yet another aspect of the invention, the user may select a previously generated word in 
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the output text area by double-tapping the word. The system then re-establishes the selection list in the same state as 
when the selected word was generated, Alternatively, the text display caret, or editing cursor, may be re-positioned by 
a single tap in the text area. Tapping the selection list area when it is empty results in the system identifying the word 
object closest to the caret position, and re-establishing the selection list for the word. The Select key can then be 
5 activated to again move forward through the selection list, replacing the previously generated word with other items 
from the selection list The user may also replace the double-tapped word simply by touching a different desired word 
in the selection list. In yet another embodiment, after single or double-tapping a word and re-establishing the selection 
list, repeated single taps on the word are interpreted as activation's of the Select key and replace the word with the 
next word in the list 

10 [0017] In accordance with yet another aspect of the invention, multiple interpretations of the keystroke sequence are 
provided to the user in the selection list The keystroke sequence may be interpreted as forming one or more words, 
and these corresponding words are displayed in the selection list. Simultaneously, the keystroke sequence may be 
inteipreted as a number, and this number is also displayed as one of the items in the selection list. Additionally, a 
keystroke sequence can be interpreted as a word entered using an unambiguous spelling method, as the stem of an 

f5 Incomplete word, and as a system command. These multiple Interpretations are simultaneously presented to the user 
upon receipt of each keystroke entered by the user. The user may select from the alternate interpretations by pressing 
the Select key a number of times, or by directly touching the desired interpretation in the selection list presented on a 
touchscreen, 

[0018] In accordance with still another aspect of the invention, a method to enter new words that are not contained 
20 in the system's vocabulary is provided, using a multiple-stroke specification method. In this method, a sequence of 
keystrokes Is Interpreted as unambiguously specifying a specific string of alphabetic characters by requiring multiple 
presses on a key to identify which of the symbols on that key is intended. A symbol may be unambiguously specified 
by pressing the key a number of times equal to the order of appearance of that symbol on the key. For example, a data 
key might contain three letters in a horizontal row, followed by a single digit. The first letter in the row would be specified 
25 by a single keypress, the second letter by two keypresses, the third letter by three keypresses, and the digit by four 
keypresses. The multiple-stroke interpretation of each sequence of keystrokes is therefore also performed by the re- 
duced keyboard disambiguating system and automatically presented to the user in the selection list. 
[0019] In accordance with yet another aspect of the present invention, the system provides visual feedback to the 
user about the multiple-stroke interpretation of the keystroke sequence being entered. This is accomplished by high- 
30 lighting or otherwise visually indicating which of the symbols on the key being pressed has been selected if the key 
sequence is interpreting as unambiguous multiple-stroke input. 

[0020] In accordance with yet another aspect of the present invention, the letters on each keytop are ordered from 
left to right in order of decreasing frequency, so that the most frequently occurring letter is in the leftmost position. The 
invention, by virtue of the ordering of letters on each key according to letter frequency, requires fewer keystrokes for 

35 unambiguous multiple stroke data entry than when this data entry is performed on a standard touch-tone keypad. 

[0021] In accordance with yet another aspect of the invention, when two successive letters in a word appear on the 
same key, a pause in the keystroke sequence is used to distinguish the multiple stroke input of the two letters. The 
magnitude of the delay required to separate and distinguish multiple letter inputs on the same key is set by the user 
in a system menu. The system can provide the user either an auditory or a visual indication that the time-out delay has 

40 expired. 

[0022] In yet another aspect of the invention, the system captures timing data concerning the timing of the keystrokes, 
and the time between successive keystrokes on the same key. When the user selects and accepts the multiple-stroke 
interpretation of a key sequence for output, the recorded time intervals are used to update a calculated running average 
time interval. At the user's option, the system can then use the calculated value to dynamically update the minimum 
45 delay period. In one embodiment, for example, the minimum time-out delay period is set to 1 .5 times the calculated 
average time interval. 

[0023] In accordance with still another aspect of the invention, a method to enter words not contained in the vocab- 
ulary is provided, using a direct-pointing method. Each key on the touch screen is divided into regions, each region 
containing a symbol. The usertouches each key precisely, specifically touching directly on the region where the desired 

50 symbol appears. When a key is touched, the symbol that will be selected through such a direct-pointing method is 
highlighted. Once a key is touched, the pen stylus or fingertip can slide across the surface of the key until the desired 
symbol on the key is highlighted. When the pen stylus or fingertip is lifted from the touchscreen surface, the selected 
symbol is added to the end of the current unambiguous spelling object, and the highlighting is removed from both the 
selected symbol and the selected key. Preferably, the direct-pointing method is only one of the multiple interpretations 

55 simultaneously offered to the user for selection. 

[0024] In accordance with yet another aspect of the invention, unambiguous keys are grouped into sets of adjacent 
keys, with each group representing a larger key which is possibly ambiguous by virtue of including more than one 
underlying key. The result is two keyboards, comprised of an ambiguous keyboard overlaid on an unambiguous key- 
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board, on which each keystroke may be simultaneously interpreted as a keystroke on one of the overlaid keys, and 
as an unambiguous keystroke on one of the underlying keys. In an alternate embodiment, a special key may be provided 
to toggle between a keyboard layout based on a set of ambiguous data keys, and an alternate keyboard which consists 
of a largernumber of unambiguous data keys, each of which is proportionately smaller and contains only a single letter. 

5 [0025] In accordance with still another aspect of the invention, the user touches the key containing the desired letter 
or symbol and indicates the symbol by a short dragging motion in the plane of the screen. All of the symbols on a key 
have an associated stroke directions. For example, on a key containing three symbols, the leftmost symbol could be 
indicated by touching the key and sliding to the left, the rightmost symbol could be indicated by touching the key and 
sliding right, and the center symbol, possibly the most frequently used symbol, could be indicated by touching and 

10 releasing the key with no sideways motion. When the pen stylus or fingertip is lifted from the touchscreen surface, the 
selected symbol is added to the end of the current unambiguous spelling object. 

[0026] In accordance with yet another aspect of the invention, words that are entered by the user using a preferred 

unambiguous spelling method are displayed in a dedicated and distinct location in the selection list, preferably at the 
right end of the list, visually separated from other items in the list. Displaying words generated by an unambiguous 
15 spelling method interpretation of the keystroke sequence at the far right minimizes distractions that the word's presence 
might otherwise cause when the user is not intending to use the unambiguous spelling method confirms that the in- 
tended word is being typed. 

[0027] In accordance with yet another aspect of the invention, words that are not in a vocabulary module that are 
either entered by the user using an unambiguous spelling method or that are encountered in a text item being edited 
20 are automatically added to a vocabulary module. The added words can then be typed using the standard method of 
only one keystroke per letter 

[0028] In accordance with still another aspect of the invention, the keys used for the disambiguating system may be 
assigned to a unique, easily recognized gesture which can be performed on a touch-sensitive surface with either a 
stylus or a fingertip. Each gesture or stroke is then equivalent to pressing a key. Using gestures in this manner may 

25 reduce the space required to implement the system as compared to the use of individual keys. This technique may be 
combined with stroke-based character recognition systems currently offered on some handheld devices. 
[0029] In accordance with still another aspect of the invention, words are stored in a vocabulary module using a tree 
data structure. Words corresponding to a particular keystroke sequence are constructed using the set of words and 
word stems associated with the immediately preceding keystroke sequence (i.e., the particular keystroke sequence 

30 without the last keystroke). Constructing words in this manner reduces the storage space of the vocabulary module, 
since word stems are stored only once, at the top of the tree structure, and are shared by all words constructed from 
them. The tree structure also greatly reduces processing requirements, since no searching is required to locate stored 
objects. The words and word stems stored in the tree data structure may contain frequency or other ranking information 
which indicates which item is to be displayed first to the user, thus further reducing processing requirements. 

35 [0030] In accordance with yet another aspect of the invention, letters may be assigned to the keys in a non -sequential 
order. Rather than assigning the letters from "a" to "z," the letters may be grouped onto the keys in a manner that 
reduces the frequency of ambiguities during word entry. In particular, the letters can be assigned on the keys to take 
into account the frequency of use of each word in the disambiguating system's vocabulary modules. That is, the letters 
are grouped to reduce the ambiguities between the most commonly entered words. The grouping of the letters on the 

40 keys is therefore optimized with respectto one or more preferred vocabulary modules that include information regarding 
the frequency of common usage. 

[0031] In accordance with still another aspect of the invention, it may be advantageous to use a keyboard on which 
letters are assigned to the keys more or less sequentially from "a" to "z." A method to correctly determine from the 
context of the input which word of one or more ambiguous words is likely to be the desired word is used, to output the 

45 most likely word to the user first in the selection list. 

[0032] In accordance with still another aspect of the invention, the disambiguating keyboard system can be used to 
edit and revise existing documents. For example, on a small handheld two-way pager it can be used to reply to received 
e-mail, where the reply is composed of the original message plus additional text added by the user When the system 
opens an existing document it automatically scans and parses the text objects in the document, and places these 

50 objects in a temporary dictionary which makes each object immediately available in the system's vocabulary, i.e., 
available for one keystroke per letter (ambiguous) spelling. If any of these temporary vocabulary objects is used (i.e., 
spelled by the user and selected for output to the current document), and the word is still present in the current document 
at the time the document is closed, then the word is moved from the Temporary Vocabulary to a permanent Custom 
Vocabulary storage where it remains available to the user after the source document has been closed. In contrast, 

55 items in the Temporary Vocabulary which are not spelled by the user while editing are removed from memory and are 
not available after the document is closed. 

[0033] The combined effects of the non-sequential and optimized assignment of letters to keys, the delimiting of 
words using a Select key, the presentation of the most commonly occurring word as the first word in the selection list. 
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the inclusion of multiple interpretations in the selection list, the automatic addition of a selected word to a sentence by 
the first keystroke of the following word, and the automatic addition of spaces produces a surprising result: for approx- 
imately 99% of entered words, the same number of keystrokes is required to enter a word with the reduced key dis- 
ambiguating system as for word entry with a conventional keyboard. When ambiguities are reduced and the words are 

5 presented in frequency of use order, the desired word is most often the first word presented and is frequently the only 
word presented. The user can then proceed to enter the next word with no more than the usual number of keystrokes. 
High speed entry of text is therefore achieved using a keyboard having a small number of full-size keys. 
[0034] The reduced keyboard disambiguation system disclosed herein reduces the size of the computer or other 
device that incorporates the system. The reduced number of keys allows a device to be constructed to be held by the 

10 user in one hand, while being operated with the other hand. The disclosed system is particularly advantageous for use 
with PDAs, two-way pagers, or other small electronic devices that benefit from accurate, high-speed text entry. The 
system can provide both efficiency and simplicity when implemented on a touchscreen based device. 

Brief Description of the Drawings 

15 

[0035] The foregoing aspects and many of the attendant advantages of this invention will become more readily 
appreciated as the same becomes better understood by reference to the following detailed description, when taken in 
conjunction with the accompanying drawings, wherein: 

20 FIGURE 1 A is a schematic view of a preferred embodiment of a portable computer incorporating a reduced key- 

board disambiguating system of the present invention; 

FIGURES 1B-1E are schematic views of alternate embodiments of the reduced keyboard in various modes of 

system operation; 

FIGURE 2 is a hardware block diagram of the reduced keyboard disambiguating system of FIGURE 1 ; 
25 FIGU RE 3 is a flow chart of a preferred embodiment disambiguating software for a reduced keyboard disambigua- 

ting system; 

FIGU RE 4A is a schematic view of the preferred embodiment of an editing mode of the reduced keyboard disam- 
biguating system; 

FIGURE 48 is a perspective view of an alternate embodiment of a reduced keyboard disambiguating system; 
30 FIGURES 5A-5K are schematic views of the preferred embodiment of the reduced keyboard disambiguating sys- 

tem during representative use; 

FIGURE 6A is a schematic view of a television remote control including a reduced keyboard disambiguating system 
of the present invention; 

FIGURE 6B is a schematic view of a wrist-watch having a reduced keyboard disambiguating system of the present 

35 invention; 

FIGURE 7 is a diagram of an eight-key reduced keyboard layout for individuals with disabilities; 
FIGURE 8A is a diagram of one embodiment of mechanical keys used with a system of the invention; 
FIGURE 8B is a side view of one of the keys of FIGURE 8A; 

FIGURE 80 is a schematic view of an alternate embodiment of a keyboard of the invention; 
40 FIGURE 8D is a schematic view showing the movements of one of the keys shown in FIGURE 80; 

FIGURES 9A-90 are diagrams depicting the construction of a preferred vocabulary module and associated object 
lists for the reduced keyboard disambiguating system; 

FIGURE 1 0 is a flow chart of a subroutine for identifying objects contained in the vocabulary module; and 
FIGURE 11 is a flow chart of a preferred method for identifying rules to reduce ambiguity. 

45 

Detailed Description of the Preferred Embodiment 

I. System Oonstruction and Basic Operation 

50 [0036] With reference to FIGURE 1 A a reduced keyboard disambiguating system 50 formed in accordance with the 
present invention is depicted incorporated in a palmtop portable computer 52. Portable computer 52 contains a reduced 
keyboard 54 implemented on a touchscreen display 53, For purposes of this application, the term "keyboard" is defined 
broadly to include any input device having defined areas including a touch screen having defined areas for keys, 
discrete mechanical keys, membrane keys, etc. Keyboard 54 has a reduced number of data entry keys from a standard 

55 QWERTY keyboard. In the preferred embodiment, the keyboard contains twelve standard full-sized keys arranged in 
four columns and three rows and an additional row of smaller, less frequently used special-purpose keys 58 that appear 
at the top of keyboard 54. More specifically, the preferred keyboard contains nine data keys 56 arranged in a 3-by-3 
array, and a left-hand column of three system keys 58, including a select key 60, a shift key 62, and a Backspace key 64. 



6 



EP 1 256 871 A2 



[0037] A preferred arrangement of the letters on each key in the keyboard 54 is depicted in FIGURE 1 A. FIGURE 
1 B shows an alternate optinnized arrangennent of the letters on each key in the keyboard 54 in which the letters have 
been arranged on the keys to minimize the total frequency of occurrence of words that do not appear first in the selection 
list. FIGURE 1C shows a preferred arrangement of the numeric digits associated with each key in the keyboard 54. 

5 FIGURE 1 D shows a preferred arrangement of some of the punctuation characters associated with each key in the 
keyboard 54 for the English language. FIGURE 1 E shows a preferred arrangement of the various special forms of the 
base character 'a' as an example of the manner in which diacritic marks are associated with each key in the keyboard 54. 
[0038] Data is input into the disambiguation system via keystrokes on the reduced keyboard 54. As a user enters a 
keystroke sequence using the keyboard, text is displayed on the computer display 53. Two regions are defined on the 

10 display to display information to the user. An upper text region 66 displays the text entered by the user and serves as 
a buffer for text input and editing. A selection list region 70, located below the text region, provides a list of words and 
other interpretations corresponding to the keystroke sequence entered by a user. At the right-hand end of the selection 
list region 70, a special region 72 is designated for displaying the unambiguous spelling interpretation of the current 
keystroke sequence. As will be described in additional detail below, the selection list region 70 aids the user in resolving 

15 the ambiguity in the entered keystrokes. 

[0039] A block diagram of the reduced keyboard disambiguating system hardware is provided in FIGURE 2. The 
keyboard 54 and the display 53 are coupled to a processor 100 through appropriate interfacing circuitry. A speaker 
1 02 is also coupled to the processor. The processor 1 00 receives input from the keyboard, and manages all output to 
the display and speaker. Processor 1 00 is coupled to a memory 1 04. The memory includes a combination of temporary 

20 storage media, such as random access memory (RAM), and pennanent storage media, such as read-only memory 
(ROM), floppy disks, hard disks, or CD-ROMs. Memory 1 04 contains all software routines to govern system operation. 
Preferably, the memory contains an operating system 106, disambiguating software 108, and associated vocabulary 
modules 1 1 0 that are discussed in additional detail below. Optionally, the memory may contain one or more application 
programs 112, 114. Examples of application programs include word processors, software dictionaries, and foreign 

25 language translators. Speech synthesis software may also be provided as an application program, allowing the reduced 
keyboard disambiguathig system to function as a communication aid. 

[0040] Returning to FIGURE 1 A, the reduced keyboard disambiguating system 50 allows a user to quickly enter text 
or other data using only a single hand. Data is entered using the data keys 56. Each of the data keys has multiple 
meanings, represented on the top of the key by multiple letters, numbers, and other symbols. (For the purposes of this 

30 disclosure, each data key will be identified by the symbols in the center row of the data key, e.g., "ABC" to identify the 
upper left data key.) Since individual keys have multiple meanings, keystroke sequences are ambiguous as to their 
meaning. As the user enters data, the various keystroke interpretations are therefore displayed in multiple regions on 
the display to aid the user in resolving any ambiguity. A selection list 76 of possible interpretations of the entered 
keystrokes is provided to the user in the selection list region 70. The first entry 78 in the selection list is selected as a 

35 default interpretation and displayed in the text region 66 at an insertion point 88. In the preferred embodiment, this 
entry is displayed with a solid-line box drawn around it both in the selection list 76 and at the insertion point 88. The 
formatting establishes a visual relationship between the insertion point object and the selection list, and signifies that 
this object is implicitly selected by virtue of being the most frequently occurring object in the current selection list. 
[0041] The selection list 76 of the possible interpretations of the entered keystrokes may be ordered in a number of 

40 ways. In a normal mode of operation, the keystrokes are initially interpreted as the entry of letters to spell a word 
(hereinafter the "word interpretation"). Entries 78, 79, and 80 in the selection list are therefore words that correspond 
to the entered keystroke sequence, with the entries ordered so that the most common word corresponding to the 
keystroke sequence is listed first. For example, as shown in FIGURE 1 A, a keystroke sequence ABC, GHI, and DEF 
has been entered by a user. As keys are entered, a vocabulary module look-up is simultaneously performed to locate 

45 words that have matching keystroke sequences. The words identified from the vocabulary module are displayed to the 
user in the selection list 76. The words are sorted according to frequency of use, with the most commonly used word 
listed first. Using the example keystroke sequence, the words "age," "aid" and "bid" were identified from the vocabulary 
module as being the most probable words corresponding to the keystroke sequence. Of the three identified words, 
"age" is more frequently used than "aid" or "bid," so it is listed first in the selection list. The first word is also taken as 

50 the default interpretation and provisionally posted as text at the insertion point 88. Prior to peessing the Select key 60, 
this first word taken as the default interpretation is posted at the insertion point 88 and in the selection list 76 using 
identical formatting. For example, as in FIGURE 1 A, the word appears as text within a box drawn with solid lines that 
is just large enough to contain the word. 

[0042] In the preferred embodiment, following entry of the keystroke sequence corresponding to the desired word, 
55 the user presses the Select key 60. Pressing the Select key redisplays the first entry in the selection list 76 with a box 
around it drawn with dotted lines, and also redisplays the first entry at the insertion point 88 with an identically fomnatted 
box drawn around it. Conceptually, the change from a solid-line box to a dotted-line box indicates that the text is closer 
to having been accepted into the text being generated, having been explicitly selected by virtue of the user pressing 
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the Select key. If the first entry in the selection list is the desired interpretation of the keystroke sequence, the user 
continues to enter the next word using the data keys 56. The disambiguating system interprets the start of the next 
word as an affirmation that the currently selected entry (in this case, the first entry in the selection list) is the desired 
entry. The default word therefore remains at the insertion point as the choice of the user, the surrounding box disappears 

5 completely and the word is redisplayed in normal text without special formatting. 

[0043] If the first entry in the selection list is not the desired interpretation of the keystroke sequence, the user may 
step through the items in the selection list by repeatedly pressing the Select key 60. For each press of the Select key, 
the next entry in the selection list is boxed with dotted lines, and a copy of the entry provisionally copied to the insertion 
point (replacing the previously provisionally posted word) and boxed with dotted lines. Provisionally posting the next 

10 entry to the text region allows the user to maintain their attention on the text region without having to refer to the 
selection list At the user's option, the system can also be configured such that, upon receipt of the first press of the 
Select key, the word provisionally posted at the insertion point can expand (vertically or horizontally) to display a copy 
of the current selection list, The user may select the maximum number of words to be displayed in this copy of the 
selection list Alternatively, the user may elect to have the selection list always displayed at the insertion point, even 

15 prior to the first activation of the Select key. 

[0044] If the second entry in the selection list is the desired word, the user proceeds to enter the next word after two 
presses of the Select key and the disambiguating system automatically posts the second entry to the text region as 
normal text. If the second entry is not the desired word, the user may examine the selection list and press the Select 
key a desired number of times to select the desired entry before proceeding to enter the next word. When the end of 

20 the selection list is reached, additional presses of the Select key causes the selection list to scroll and new entries to 
be added to the end of the selection list Those entries at the top of the selection list are removed from the list displayed 
to the user. The entry selected by multiple presses of the Select key is automatically posted to the text region when 
the user presses any data key 56 to continue to enter text Alternatively, following entry of the keystroke sequence 
corresponding to the desired word, the user may select the desired word from the selection list simply by touching it. 

25 When a word is selected in this fashion priorto any activation of the Select key, the selected word is immediately output 
at the insertion point without adding a space, and the selection list is cleared. The user may then press the Select key 
to generate a space that is immediately output to the text area at the insertion point 88. 

[0045] In the majority of text entry, keystroke sequences are intended by the user as letters forming a word. It will 
be appreciated, however, that the multiple characters and symbols associated with each key allow the individual key- 
so strokes and keystroke sequences to have several interpretations. In the preferred reduced keyboard disambiguating 
system, various different interpretations are automatically determined and displayed to the user at the same time as 
the keystroke sequence is interpreted and displayed to the user as a list of words. 

[0046] For example, the keystroke sequence is interpreted in terms of the word stems corresponding to possible 
valid sequences of letters that a user may be entering (hereinafter the "stem interpretation"). Unlike word interpretations, 

35 word stems are incomplete words. By indicating the possible interpretations of the last keystrokes, the word stems 
allow the user to easily confirm that the correct keystrokes have been entered, or to resume typing when his or her 
attention has been diverted in themiddleof the word. As shown in FIGURE 1A, the keystroke sequence ABC GHI DEF 
has been interpreted as fonning the valid stems "che" (leading to the words "check", "cheer", etc.) and "ahe" (leading 
to the words "ahead", "ahem", etc.). The stem interpretations are therefore provided as entries 81 and 82 in the selection 

40 list. Preferably, the stem interpretations are sorted according to the composite frequency of the set of all possible words 
that can be generated from each stem by additional keystrokes on the data keys. The maximum number and the 
minimum composite frequency of such entries to be displayed may be selected by the user, so that some stem inter- 
pretations may not be displayed. In the current example, the stems "bif" (leading to the word "bifocals"), "cid" (leading 
to the word "cider"), and "bie" leading to the word "biennial") are not shown. When listing a stem interpretation in the 

45 selection list, the stem is omitted if a stem interpretation duplicates a word that is shown in the selection list. When the 
stem is omitted, however, the word corresponding to the omitted stem may be marked with a symbol to show that there 
are also longer words which have this word as their stem. Stem interpretations provide feedback to the user by con- 
firming that the correct keystrokes have been entered to lead to the entry of a desired word. 

[0047] In the preferred embodiment, each sequence of keystrokes on the data keys 56 is also simultaneously inter- 
50 preted as unambiguously specifying a string of alphabetic characters using the direct-pointing specification method. 
The data keys 56 contain up to three letters that are arranged in a row on the top of each key. Each letter is located in 
a different region on the key. For each keystroke on one of the data keys 56, the direct-pointing specification method 
interprets each keystroke as unambiguously specifying the particular letter closest to the exact point in the touchscreen 
key where the stylus or fingertip was lifted from the key. It is advantageous to visual display to the user which letter is 
55 selected. This can be done by highlighting the region in which the selected key is located. In addition, the user can 
slide his finger over the key until the proper region is highlighted, thus ensuring that the corrected letter is selected. 
Upon lifting his finger, the highlighted letter or region is selected. The example shown in FIGURE 1 A is based on the 
assumption that each key was tapped near its center, resulting in the direct-pointing interpretation "bhe" (the character 
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string formed by the characters in the centers of the three l<eys ABC GHI DEF) being displayed as entry 83 in region 
72 of the selection list region 70. 

[0048] Preferably, the keystroke sequence is also interpreted as a string of nunnerical digits (hereinafter the "numeric 
interpretation"). Data keys 56 contain characters representing numerical digits. One of the interpretations provided in 

5 the selection list is therefore the numerical digits that correspond to the keystroke sequence. For example, entry 84 is 
the numeric interpretation ("798") of the keystroke sequence ABC, GHI, DEF. 

[0049] As noted above, in the normal mode of operation the entries in the selection list 76 corresponding to words 
are presented first in the list. In other circumstances, it may be desirable to have other keystroke sequence interpre- 
tations presented first in the list. For example, in situations where a series of numbers are to be entered, it would be 

10 desirable to have the numeric interpretation of the keystroke sequence presented first. The reduced keyboard disam- 
biguating system therefore allows a user to select between other modes of operation by accessing a system menu. In 
a numeric mode of operation, the first interpretation provided in the selection list is the number corresponding to the 
keystroke sequence, Each mode of operation changes the ordering of the selection list displayed to the user, Alterna- 
tively, by pressing the Numbers key, an explicit Numeric mode may be entered in which each keystroke on the data 

15 keys 56 is defined as unambiguously and uniquely specifying a single numeric digit As shown in FIGURE 1 C, the faces 
of the data keys 56 and Shift key 62 in the touchscreen keyboard 54 of FIGURE 1 A are changed by the system to 
reflect the different key interpretations in this mode. In this explicit Numeric mode, each keystroke results in the cor- 
responding numeric digit being immediately output to the text area at insertion point 88. Furthermore, in this explicit 
Numeric mode, each keystroke on the shift key 62 generates the digit "0" so that all ten decimal digits are simultaneously 

20 available. Furthemriore, whenever the system is in a mode such as this explicit Numeric mode in which a keystroke on 
one of the data keys 56 results in the selection of an unambiguous character which is to be output to the text area, any 
object in the selection list which is implicitly or explicitly selected at the time of the keystroke is first output to the text 
area at the insertion point 88. 

[0050] The operation of the reduced keyboard disambiguating system is governed by the disambiguation software 
25 1 08. FIGURE 3 is a flow chart of a main routine of the disambiguation software that generates a selection list to aid 
the user in disambiguating ambiguous keystroke sequences. At a block 150, the system waits to receive a keystroke 
from the keyboard 54. At a decision block 1 51 , a test is made to determine if the received keystroke is a mode selection 
key. If so, at a block 1 72 the system sets a flag to indicate the current system mode. At a decision block 1 73, a test is 
made to determine if the system mode has changed. If so, at a block 1 71 the keytops are redrawn as needed to reflect 
30 the current system mode. If block 151 determines the keystroke is not a mode selection key, then at a decision block 
1 52, a test is made to determine if the received keystroke is the Select key. If the keystroke is not the Select key, then 
at decision block 153, a test is made to determine if the system is in a special explicit character mode such as the 
explicit Numeric mode. If so, at decision block 166 a test is performed to determine if any provisionally selected item 
is present in the selection list. If so, at a block 167 the item is accepted and is output as normal text. Then, at a block 
35 1 68, the explicit character corresponding to the keystroke is output to the text area. Then, at decision block 1 69, a test 
is made to determine if the system mode should be automatically changed, as in the case of Symbols mode. If so, 
execution proceeds to block 1 70 and the system mode is returned to the previously active mode, otherwise execution 
returns to block 150. 

[0051 ] If at block 1 53 no explicit character mode is active, at a block 1 54 the keystroke is added to a stored keystroke 
40 sequence. At a block 1 56, objects corresponding to the keystroke sequence are identified from the vocabulary modules 
in the system. Vocabulary modules are libraries of objects that are associated with keystroke sequences. An object is 
any piece of stored data that is to be retrieved based on the received keystroke sequence. For example, objects within 
the vocabulary modules may include numbers, letters, words, stems, phrases, or system functions and macros. Each 
of these objects is briefly described in the table below: 

45 



Object 


Corresponding data 


Numbers 


A number, each digit of which corresponds to a single keystroke, e.g., the two-digit sequence "42". 


Letters 


A letter or sequence of letters corresponding to pairs of keystrokes, e.g., the three letter sequence 
"str". Each pair of keystrokes is used to disambiguate using the two-stroke specification method 
of inputting individual letters. 


Word 


A word corresponding to single or multiple keystrokes, e.g., the four letter word "done". 


Stem 


A sequence of letters representing a valid portion of a longer sequence of letters forming a word, 

e.g., "albe" as a stem of the word "albeit." 


Phrase 


A user-defined or system-defined phrase corresponding to single or multiple keystrokes, e.g., "To 
Whom it May Concern:". 
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(continued) 



Object 


Corresponding data 


Systenn Macro 


A word and associated code describing a systenn or user-defined function, e.g., "<clear>" to clear 
the current text region. In addition to the descriptive word, in the vocabulary nnodule the systenn 
macro object is associated with the executable code necessary for perfornning the specified 
function. 



[0052] While the preferred vocabulary objects are discussed above, it will be appreciated that other objects may be 
contemplated. For example, a graphic object may be associated with a stored graphic image, or a speech object may 
be associated with a stored segment of speech. A spelling object may also be envisioned that would link the keystroke 
sequence of commonly misspelled words and typing errors with the correct spelling of the word. For example, words 
that include the letter sequence "ie" or "ei" will appear in the list of words even if the keystrokes for these letters are 

^5 accidentally reversed from their proper sequence. To simplify processing, each vocabulary module preferably contains 
similar objects. It will be appreciated, however, that various objects may be mixed within a vocabulary module. 
[0053] A representative diagram of a word object vocabulary module 110 is depicted in FIGURE 9A. A tree data 
structure is used to organize the objects in a vocabulary module based on a corresponding keystroke sequence. As 
shown in FIGURE 9A, each node N1, N2,...N9 in the vocabulary module tree represents a particular keystroke se- 

20 quence. The nodes in the tree are connected by paths PI , P2,... P9. Since there are nine ambiguous data keys in the 
preferred embodiment of the disambiguating system, each parent node in the vocabulary module tree may be con- 
nected with nine children nodes. Nodes connected by paths indicate valid keystroke sequences, while the lack of a 
path from a node indicates an invalid keystroke sequence, i.e., one which does not correspond to any stored word. 
[0054] The vocabulary module tree is traversed based on a received keystroke sequence. For example, pressing 

25 the first data key from the start block traverses path P1 to node N1. Pressing the ninth data key after pressing the first 
data key traverses path P9 to node N9. As will be described in greater detail below, each node is associated with a 
number of objects corresponding to the keystroke sequence. As each node is reached, an object list is generated of 
the objects corresponding to the keystroke sequence. The object list from each vocabulary module is used by the main 
routine of the disambiguating system to geaerate a selection list 76. 

3Q [0055] FIGU RE 9B is a block diagram of a preferred data structure 400 associated with each node. The data structure 
contains information that links each parent node to children nodes in the vocabulary module tree. The data structure 
also contains information to identify the objects associated with the particular keystroke sequence represented by the 
node. 

[0056] The first field in the node data structure 400 is a pointer bits field 402 that indicates the number and identity 

35 of children nodes that are connected to the parent node. Since there are nine data keys, only nine children nodes may 
be connected to any parent node. In the preferred embodiment, nine pointer bits are therefore provided in the pointer 
bits field to indicate the presence or absence of child nodes. Each pointer bit is associated with a pointer field 404a, 
404b,... 404n that contains a pointer to the respective child node data structure in the vocabulary module. Since a child 
node is only present if the keystroke associated with the child node is a valid continuation of the keystroke sequence 

40 associated with the parent node, the number of pointer fields varies for each node. For example, pointer bits field 402 
may indicate that only six of the possible nine keystrokes lead to a valid child node. Because there are only six valid 
paths, only six pointer fields 404a, 404b,... 404f are included in the data structure for the parent node. The pointer bits 
field 402 is used to ascertain the identity of the pointer fields contained within the node data structure. If a keystroke 
does not lead to a valid child node, the associated pointer field may be omitted from the node data structure in order 

45 to conserve the amount of memory space required to store the vocabulary module. 

[0057] Associated with each node are a number of objects that correspond to the keystroke sequence represented 
by the node. For each node, a number of objects field 406 is provided to indicate the number of objects (NUMOBJ) 
associated with the node. Since each node is associated with one and only one keystroke sequence, the number of 
objects associated with any given node is a constant. Each of the objects is associated by an object packet 408 con- 

50 tained in the node data structure. The number of objects field 406 specifies the number of object packets 408 that are 
present in the node data structure. 

[0058] Each object packet 408 describes one of the objects corresponding to the keystroke sequence represented 
by each node. Describing an object requires maintaining two object lists. FIGURE 9C depicts representative object 
lists created for a parent and a child in a vocabulary module tree. Object list 430 is an object list containing objects OL 
55 (1)-OL(8) associated with a node representing two keystrokes. Object list 440 is an object list containing objects NOL 
(1)-NOL(8) associated with a node representing three keystrokes. Each object list contains a list of all objects that are 
associated with each node. Object list 430 is associated with a parent node representing the keystroke sequence ADF 
OLX from the optimized keyboard of FIGURE IB. Object list 440 is associated with a child node representing the 
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keystroke sequence ADF OLX EWV. Although a maximum of eight entries are depicted as capable of being stored in 
each object list, it will be appreciated that the size of the object list may be varied to account for the maximum number 
of objects associated with each node. 

[0059] Each object associated with a child node is constructed by adding a character sequence onto an object that 

5 was constructed for the parent node. The object packet 408 therefore contains a previous object identifier field 410 
that identifies from a parent node object list an object that is used to construct the child node object. For example, with 
reference to FIGURE 9C, the third object "fo" in the old object list 430 is used to construct the first object "foe" in the 
new object list 440. The previous object identifier field 410 therefore provides a link to the entries in the old object list 
to identify the old object used to construct the new object. 

10 [0060] The object packet 408 contains a two-bit symbol field 41 2 to indicate the symbol to add to the identified object 
in order to construct the new object. In the preferred embodiment, each ambiguous key contains a maximum of three 
letters. The symbol field bits at each node therefore specify the letter from final key in the node's key sequence which 
will be used to construct the new object. The letter is specified using the following binary code: "00" corresponds to 
the first letter on the key, "01" corresponds to the second letter on the key, and "10" corresponds to the third letter on 

f5 the key. For example, with reference to FIGURE 9C, the first object "FOE" in the new object list 440 is constructed by 
using the third object "FO" in the old object list 430 and adding an additional keystroke to specify the E. In the optimized 
keyboard arrangement of FIGURE 1 B, "E" is the first letter on the EWV key, therefore the symbol field corresponding 
to the object "FOE" is set to "00" to indicate the first letter on the key. Encoding the objects in this manner makes use 
of the known key sequence associated with each node and the known association of letters to keys to greatly reduce 

20 the amount of storage space required for each vocabulary module. 

[0061] The vocabulary encoding technique also allows access to vocabulary module entries without searching. On 
receipt of each new keystroke the system follows a single pointer to the appropriate child node and then constructs 
the new object list. Also, rather than having to store every object in the vocabulary module, a new object is defined 
using the two-bit code to add onto an old interpretation. The disclosed storage method requires, however, maintaining 

25 an object list from a parent node in the vocabulary module tree in order to construct an object list of the child node. 
[0062] Symbol field 412 may also be set to the value "11". When set to the value "11 ", the symbol field indicates the 
presence of an ASCII sequence field 414 immediately following the symbol field. The ASCII sequence field is used to 
store strings of characters that are to be appended to the identified object. For example, the ASCI I sequence field may 
store the string "nward" to be added to the third object "fo" from the old object list to form the word "forward". In this 

30 manner, the length of an entered keystroke sequence does not necessarily directly correspond to the length of an 
associated object. The ASCII sequence field allows a vocabulary object to be identified by an arbitrary key sequence, 
i.e., stored at an arbitrary location within the vocabulary module tree. 

[0063] The capability of storing objects with an arbitrary keystroke sequence is used to speed system processing of 
abbreviations and contractions. Abbreviations and contractions can be identified by a keystroke sequence that corre- 

35 spends to their pure alphabetic content, ignoring punctuation. The result is that abbreviations and contractions are 
easily accessed by the user without entering punctuation, resulting in a significant savings in keystrokes. For example, 
the user can enter the keystroke sequence for "didn't" without typing an apostrophe between the "n" and the "t". The 
word in the vocabulary module that corresponds to the keystroke sequence "didnt" contains an ASCII sequence field 
with an apostrophe between the "n" and the "t". The disambiguating system will therefore automatically display to the 

40 user the correct word "didn't", without requiring the user to enter the punctuation mark. The disambiguating system 
uses the same technique to properly display foreign words having unique characters (such as "U", which may be 
entered as a "U"). Capitalization may be handled in a similar manner. Words that should always be used in all capital 
letters, with an initial capital letter, or with a capital letter in the middle may be associated with keystroke sequences 
which omit keystrokes indicating capitals, eliminating the need for the user to enter such capitalization. An object type 

45 field 416 may also be included in each object packet 408 to specify additional information about the object being 
constructed. The object type field may contain a code to specify whether the generated object is a word, a word stem, 
or any other object. The object type field therefore allows different types of objects to be mixed within a given vocabulary 
module. Moreover, the object type field may also include information regarding the part of speech of the word, infor- 
mation about how the object is capitalized, or information needed to construct various inflections and endings. A re- 

50 duced keyboard disambiguating system using a vocabulary module having the part of speech information may use the 
additional information to implement syntactical analysis to improve the disambiguation process. The object type field 
may also contain a unique code to allow transmission of text in a compressed form. The unique code would be trans- 
mitted to a remote terminal instead of transmitting the entered keystroke sequence or the associated disambiguated 
characters. 

55 [0064] One of the key features of the preferred vocabulary module tree data structure is that the objects associated 
with each node are stored in the node data structure 400 according to their frequency of use. That is, the first object 
packet 408 has a higher frequency of use than the second object packet in the node data structure, which has a higher 
frequency of use than the third object packet In this manner, the objects are automatically placed in the object list so 
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that they are sorted according to decreasing frequency of use. For purposes of this description, frequency of use of a 
word object refers to the likelihood of using a given word within a representative corpus of use, which is proportional 
to the number of tinnes that each word occurs in the corpus. In the case of word stenn objects, frequency of use is 
determined by summing the frequencies of all words which share the stem. 

5 [0065] Storing frequency of use or other rank information at each node avoids the need to determine and sort on the 
rank of each object when the system is in use. This has important implications in the word object vocabulary, since the 
stored objects may include shared stems common to a very large number of longer words. Detemnining the relative 
rank of these stems dynamically would require traversing the entire tree of children nodes and accumulate information 
about each stem, a difficult task for a small computer to perform quickly. Determining this information in advance and 

10 storing it in the vocabulary data reduces processing overhead. Moreover, when the frequency of use or rank is repre- 
sented implicitly by the ordering of objects 408 in the node, no additional storage space is required for this information. 
[0066] While preferably the objects are stored within the node data structure 400 in order according to theirfrequency 
of use, it will be appreciated that a frequency of use field could also be associated with each object packet. The fre- 
quency of use field would contain a representative number that corresponds with the frequency of use of the associated 

f5 object The frequency of use between different objects would be determined by comparing the frequency of use field 
of each object The advantage of using the latter construction that associates a frequency of use field with each object 
packet is that the frequency of use field could be changed by the disambiguating system. For example, the system 
could change a frequency of use field to reflect the frequency with which a user used certain objects within the vocab- 
ulary module during representative text entry. 

20 [0067] Returning to FIGURE 3, at block 156 those objects that correspond to the received keystroke sequence are 
identified in each vocabulary module. FIGURE 10 is aflowchartof a subroutine 500 for analyzing the received keystroke 
sequence to identify corresponding objects in a particular vocabulary module. The subroutine 500 constructs an object 
list for a node representing a particular keystroke sequence, As noted above, to construct a new object list the disam- 
biguating system starts with a copy of the old object list At a block 502, the object list from the prior node is therefore 

25 stored so that it may be used to construct the new object list 

[0068] In the main routine shown in FIGURE 3, a keystroke was detected by the system at block 150. The receipt 
of a new keystroke causes a downward traversal in the vocabulary module tree, if a valid path exists to a child corre- 
sponding to the keystroke. At a block 504 in FIGURE 10, the pointer bits field of the parent node data structure is 
therefore examined to determine if a pointer corresponds to the received keystroke. At a decision block 506, a test is 

30 made of the pointer bits field to determine if a pointer field 404a, 404b,... 404n exists that corresponds to the entered 
keystroke. If no pointer field corresponds to the keystroke, at a block 508 the old object list is copied to the new object 
list. At a block 510, the object list is returned to the main routine to generate the selection list. Since the received 
keystroke is part of an invalid keystroke sequence that does not correspond to any object within the vocabulary module, 
the keystroke is ignored and the current object list is returned to the main routine as being the object list from the 

35 vocabulary module. The branch of the subroutine 500 that comprises blocks 508 and 510 therefore ignores any invalid 
keystroke sequences and returns the object list generated at the parent node for possible inclusion in the selection list 
generated by the disambiguating system. 

[0069] If a pointer exists corresponding to the received keystroke at decision block 506, the subroutine proceeds to 
a block 51 2 where the pointer is followed to the child node representing the keystroke. When the child node is identified, 
40 a new object list corresponding to the node must be constructed. At a block 514, on identifying the child node, the 
number of objects associated with the node are determined from the number of objects field 406 in the child node data 
structure. 

[0070] After determining the number of objects to be generated at the child node, the subroutine enters the loop 
comprised of blocks 516 through 526 to reconstruct the object list associated with the child node. At a block 516, a 

45 counter is initially set to one. At a block 51 8, a test is made to determine if the counter has exceeded the number of 
objects associated with the node. If the counter has not exceeded the number of objects associated with the node, at 
a block 520 the previous object identifier field 41 0 is examined and the conwsponding object loaded from the old object 
list At a block 522, the symbol field 41 2 is examined and the appropriate symbol associated with the received keystroke 
appended to the end of the identified object. It will be appreciated that an additional ASCII sequence may also be 

50 appended to the identified object at block 522 if the symbol field indicates the presence of an ASCII sequence field 
414 in the node data structure. At a block 524, the combined object and symbol are stored as a new object in the new 
object list. After storing the new object in the object list, at a block 526 the counter is incremented by one. The subroutine 
then loops to decision block51 8 to determine whether all of the objects associated with the node have been constructed. 
[0071] If the test at decision block 518 indicates that all of the objects have been constructed for the node, the 

55 subroutine proceeds to a block 528 where the new object list is returned to the main routine in order to generate the 
selection list It will be appreciated that the subroutine 500 for generating the object list associated with each node is 
performed for each keystroke received from the user. No "searching" of the vocabulary modules is performed as the 
user enters a new keystroke sequence, since each keystroke merely advances the subroutine one additional level 
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within tlie vocabulary module tree. Since a search is not perfornned for each keystroke, the vocabulary module returns 
the list of objects associated with each node in a minimal period of time. 

[0072] It will be appreciated that the relationship between vocabulary module objects and keystroke sequences is 
an implementation detail of the vocabulary module. If only a limited number of objects (i.e., fewer than a predetermined 

5 number) are associated with a particular node, additional nodes may be traversed to identify objects having a keystroke 
sequence starting with the entered keystroke sequence. The objects are identified by traversing downward in the 
vocabulary module tree along valid paths until the objects are identified. The objects are then placed In the selection 
list before all the keystrokes corresponding to the objects are entered. The objects are included in addition to the objects 
that are directly associated with the input keystroke sequence. Displaying objects associated with longer keystroke 

10 sequences in the selection list (hereinafter referred to as the "look-ahead" feature) allows the user to optionally select 
the objects immediately, without having to complete the remaining keystrokes to specify the object. The look-ahead 
feature is enabled when the number of objects identified in the vocabulary modules fails to fill the selection list region 
70 on the display. 

[0073] Returning to FIGURE 3, at blocks 158-162 the objects found by looking up the keystroke sequence in the 
15 vocabulary modules are prioritized and displayed to the user in the selection list 76. To determine the sequence of 
objects displayed in the selection list, priorities are established between each vocabulary module and also between 
the returned objects from each vocabulary module. 

[0074] To prioritize the object lists identified from the various vocabulary modules, at block 1 58 the mode of operation 
of the reduced keyboard disambiguating system is examined. As discussed above, in a normal mode of operation the 

20 word interpretations are displayed first in the selection list. The object list from a word vocabulary module would there- 
fore be assigned a higher priority than the object list from the other vocabulary modules. Conversely, if the disambigua- 
ting system is in the numeric mode of operation, the numeric interpretations would be assigned a higher priority than 
the other vocabulary modules. The mode of the disambiguating system therefore dictates the priority between vocab- 
ulary module object lists. It will be appreciated that in certain modes, the object lists from vocabulary modules may be 

25 omitted from the selection list entirely. 

[0075] Object lists generated from vocabulary modules may contain only a single entry, or they may contain multiple 
entries. At block 160, the priority between the objects from the same vocabulary module is therefore resolved if the 
object list contains multiple entries. The objects that match a particular keystroke sequence that are looked-up in a 
given vocabulary module are also given a priority that determines their relative presentation with respect to each other. 

30 As noted above, preferably the default presentation order is by decreasing frequency of use in a representative corpus 
of usage. The priority data associated with each object is therefore used to order the objects in the selection list. Since 
the selection list region 70 is limited in the number of entries that may be displayed, objects that fall below a predeter- 
mined minimum frequency of use may be omitted from the initial display of the selection list The omitted objects may 
be later added to the selection list when the user scrolls beyond the end of the displayed list. The selection list is 

35 scrolled automatically so that the currently selected object is always visible. The user may also use dedicated scroll 
buttons to manually scroll additional objects into view, in which case the currently selected object may scroll out of 
view. Alternatively, all objects in the selection list may be displayed simultaneously in a "drop-down" list at the user's 
request. 

[0076] Many of the properties associated with the presentation of the objects looked-up in a vocabulary module are 

40 user-programmable by accessing appropriate system menus. For example, the user can specify the order of individual 
objects or classes of objects in the selection list region. The user may also set the priority level that determines the 
priority between vocabulary modules and between the objects identified from each vocabulary module. In this manner, 
the number of entries presented to the user in the selection list region may be kept to a minimum. Additional entries 
in the selection list region may always be scrolled into view by repeated presses of the Select key. 

45 [0077] After the priorities between the objects have been resolved, at a block 1 62 a selection list is constructed from 
the identified objects and presented to the user. As a default interpretation of the ambiguous keystroke sequence 
entered by the user, the first entry in the selection list is provisionally posted and highlighted at the insertion point 88 
in the text region 66. The disambiguating software routine then returns to block 150 to wait for the next keystroke. 
[0078] If the detected keystroke is the Select key, the "yes" branch is taken from decision block 1 52 to decision block 

50 1 63, where a test determines if the current selection list is empty. If so, at a block 1 65 an explicit space is generated 
and immediately output to the text area, after which execution returns to block 1 50. If at decision block 1 63 the selection 
is not empty the "no" branch is taken to a block 1 74. At a block 174, a space is added to the end of each text item in 
the selection list, and the solid-line box around the first entry in the selection list (and also at the insertion point where 
it has been provisionally posted) is changed to a dotted-line box. At a block 1 75, the system then waits to detect the 

55 next keystroke entered by the user. At a decision block 1 76, a test is made to determine if the next keystroke is the 
Select key. If the next keystroke is the Select key, at a block 178 a dotted-line box is placed around the next entry in 
the selection list and the entry is provisionally displayed at the insertion point with a dotted-line box around the entry. 
The routine then returns to block 1 74 to detect the next keystroke entered by the user. It will be appreciated that the 
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loop formed by blocks 175-178 allows the user to select various interpretations of the entered ambiguous keystroke 
sequence having a lesser frequency of use by depressing the Select key multiple times. 

[0079] If the next keystroke is not the Select key, from decision block 1 76 the routine continues to a block 1 80 where 
the provisionally displayed entry is selected as the keystroke sequence interpretation and is converted to nomrial text 

5 formatting in the text region. At a block 1 84, the old keystroke sequence is cleared from the system memory, since the 
receipt of an ambiguous keystroke following the Select key indicates to the system the start of a new ambiguous 
sequence. The newly received keystroke is then used to start the new keystroke sequence at block 154. Because the 
word interpretation having the highest frequency of use is presented as the default choice, the main routine of the 
disambiguation software allows a userto continuously entertext with a minimum number of instances where additional 

10 activation's of the Select key are required. 

II. Advanced System Features 

1 . Visual and Auditory Feedback 

15 

[0080] In FIGURE 1 A, information about the state of the reduced keyboard disambiguating system 50 is provided to 
the user using various types of visual and auditory feedback. Entries in the selection list 76 may be presented in different 
colors depending on the interpretation of the keystroke sequence, For example, the word interpretation may be one 
color, the unambiguous spelling interpretation another color, and the numeric interpretation a third color. A user may 

20 therefore easily scan the selection list for the desired interpretation. 

[0081] When the system is implemented on a touchscreen, at the user's option the normal on-screen keypad display 
may be replaced by a simple line drawing of a grid pattern con^esponding to the positions of the keys. This pattern may 
be overlaid on top of other displayed information such as the text area 53 in FIGURE 1 A. This may be an advantage 
in systems with very limited screen sizes, since the user will in most cases quickly memorize which letters are assigned 

25 to which keys, and will not require the actual display of the keytops. A grid pattern may be drawn with thin lines that 
clearly indicate the key locations without significantly obscuring the underlying displayed information. 
[0082] Audible tones indicate the state of selection list 76 and provide feedback about keystrokes to allow system 
information to be conveyed independently of any visual feedback provided in the selection list. Distinct tones indicate 
when the selection list is empty, when it contains a single unique word, and when it contains multiple ambiguous words. 

30 Another tone indicates when the second or third entry in the selection list has a frequency of use above a preset 
threshold, or when the difference in frequency between the first and second word falls below a selected threshold. This 
tone is generated as soon as the Select key is pressed, or, at the user's option, only on receipt of the first keystroke 
of the following word. In the situation where the user has already started to type the following word, a special key 
combination (e.g. Shift-Select) is designated so that the user can "re-select" the previous key sequence, where each 

35 activation of the designated key combination reinterprets the preceding key sequence as if an additional activation of 
the Select key had occurred prior to starting to type the following word. This allows the userto choose the correct word 
for the previous key sequence, without having to delete or re-type the word that has already been started. Still other 
tones distinguish the type of item being selected in the selection list as the Select key is pressed. Separate tones are 
therefore used to distinguish words, numbers, proper nouns, phrases, system macros, etc. Distinct tones can also be 

40 assigned to each key to allow identification of mistakes in keystrokes. Finally, a unique tone is heard when the user 
presses a key that is unavailable for a word as described above. 

[0083] The system also provides visual feedback to the user about the multiple-stroke interpretation of the keystroke 
sequence being entered. This is accomplished by highlighting or otherwise visually indicating which of the symbols on 
the key being pressed has been selected if the key sequence is interpreted as unambiguous multiple-stroke input. 
45 Thus, as a single key is pressed one, two, or three times in succession (where the time interval between successive 
keypresses is less than the minimum time-out delay period), the first, second, third symbol represented by that key 
are indicated in turn. After the expiration of the minimum time-out delay period, or upon receipt of a keystroke on a 
different key, the currently indicated symbol is accepted as the next symbol of the multiple-stroke interpretation of the 
current keystroke sequence, and the visual indication of the symbol is removed from the key. 

50 

2. Punctuating, Capitalizing, Spacing, and Executing 

[0084] When entering text, the reduced keyboard disambiguating system 54 allows punctuation to be entered using 
several techniques. All punctuation marks and symbols, including those that are used less often, are accessible from 
55 a system menu that is displayed in "Symbols Mode." As in the example page shown in FIGURE ID, this menu consists 
of a set of pages of punctuation characters where each page contains nine characters, each of which is associated 
with one of the data keys 56. 

[0085] A special key (the Symbols key) or keystroke combination is designated which places the system into a "Sym- 
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bols Mode." This method is especially effective in a touchscreen based implennentation of the system, but may also 
be used in a system using a physical keypad. When a physical keypad is used, upon activation of the Synnbols key or 
keystroke combination, a three bythree menu grid appears on the screen containing the nine most common punctuation 
characters. Each location in the menu grid is mapped to the corresponding data key 56. In a touchscreen implemen- 

5 tation, the tops of the data keys are simply redrawn to display the corresponding punctuation characters. Repeated 
activation's of either the Symbols key or the Select key advance through menus of other progressively less common 
punctuation characters, nine at a time. Advancing past the last page of Symbols takes the system out of Symbols mode 
(returning the system to whatever mode was previously active), and the punctuation menus disappear. Each punctu- 
ation character appears on the location of a menu screen that corresponds to the position of the data key to which that 

10 punctuation character is mapped. 

[0086] When explicitly typing a word that requires typing a character with a special diacritic mark (umlaut, etc.), the 
base character (e.g. 'u') is first typed, then a special key (the "Diacritics" key) or key combination (e.g. Shift-Symbols 
key) is typed. A three by three menu is then displayed with all of the possible variant forms of the base character. 
FIGURE 1 E shows an example of a Diacritics page for the base character 'a'. Each of the various forms of any character 

15 (e.g. accent grave, accent acute, umlaut, etc.) always appears in the same location of the three by three matrix for 
each base character to which it can be applied. Thus, for example, the umlaut form of any character might always 
appear the upper right location of the three by three menu. Selecting the location displaying the desired form of the 
base character with the appropriate diacritic results in the previously generated base character already present in the 
explicit typing object being replaced with the form with the desired diacritic. Many common words contain a diacritic 

20 or a punctuation mark such as a hyphen or an apostrophe. As discussed above in the description of the vocabulary 
modules, when typing a word already in a dictionary that includes punctuation or diacritics, the key location corre- 
sponding to the punctuation or diacritic (e.g. the upper right hand data key for an umlaut) may be included or omitted 
when actually typing the key sequence intended to generate the word. All techniques for entering punctuation are 
simultaneously enabled during system operation. 

25 [0087] Choosing a character from Symbols mode generates an explicit and unambiguous character. Generating 
such a character has the effect of implicitly accepting the current provisionally accepted text for output at the insertion 
point. Thus, even if the Select key has not yet been activated, the first word in the selection list is implicitly accepted 
and is output without appending a following space. This allows the user to easily generate a word and immediately 
follow it with a character such as a comma, period, or hyphen. The situation will occasionally arise when user wants 

30 to use the second or later word in the selection list without a following space. Another, probably less common situation, 
is where the user may want to concatenate two different words to form a new word. Four alternative strategies are 
available to address these situations. 

[0088] The first alternative is to provide two separate and distinct unambiguous keys, one of which is labeled as a 
"Select Only" key. The Select Only key in this embodiment functions only to choose alternate words from the selection 

35 list, and does not result in a space being appended to any word thus selected. The second separate and distinct 
unambiguous key may, at the user's option, be labeled as a "Space" key which funrtions only to generate an immediate, 
explicit, and unambiguous space character at the insertion point 88. Alternatively, the second unambiguous key may 
be labeled as a "Select" key, and functions exactly as the Select key described previously. This approach may be 
advantageous for languages such as German, where a large number of words are formed by simply concatenating 

40 other existing words. A "Select Only" key simplifies the process of concatenating arbitrary words from the selection 
list, particularly in an implementation that does not utilize a touchscreen and thus does not support the ability to choose 
words directly from the selection list on the screen. 

[0089] The second alternative is to enable the use of "smart" punctuation where certain punctuation characters (e. 
g. comma, period, exclamation point, question mark, hyphen, apostrophe, colon, semi-colon, right parentheses, right 

45 bracket, and percent) will automatically delete a preceding space. With certain punctuation (such as the hyphen), there 
may be situations where the user would want to preserve the space and would need to generate an additional space 
that would be deleted by the "smart" punctuation. Other punctuation (such as a quotation mark), keeps track of the 
current context with a flag indicating whether the current quotation mark being generated is the first or second of a 
pair, since there is a need to distinguish between an opening (which does not delete the preceding space) and a closing 

50 quotation mark (which does delete the preceding space). In some languages, special forms of "smart" punctuation are 
included in entries in the standard word vocabulary module. For example, in French many words such as "me," "le," 
"de," etc. change their final letterto an apostrophe and are not followed by a space when the following word starts with 
a vowel. These forms (m', 1', d' etc.) are included in the standard word vocabulary module under the two-keystroke 
sequence corresponding in each case to the first letter of the word followed by a keystroke on the data key correspond- 

55 ing to the position of the apostrophe in Symbols mode. Then, even when these word objects are selected by virtue of 
an activation of the Select key, they are output to the text area without a following space. 

[0090] A third alternative allows the use of a particular modifying mode selection (e.g. Shift) that can be combined 
with a following Select key (or sequence of selects) so that Select in this case does not generate a following space. 
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This mode shift would occur priorto hitting one or more selects, and would apply to whatever word is ultinnately selected 
(including words selected by backing through the list with Backspace after more than one Select), The mode is cleared 
when the first following Select is deleted, or when the next word or explicit character is started. Alternatively, the system 
may be configured so that the modifying mode selection (e.g. Shift) may be hit and modifies only the immediately 
5 following Select. 

[0091] The fourth alternative allows the user to configure the system in a way that modifies the way in which Back- 
space operates when activation's of Select are being deleted. This alternate mode of operation is structured in a con- 
sistent and simple model: The first Select of any uninterrupted sequence of Selects appends a Space to the current 
word and changes it to a provisionally accepted state if it is not already in that state. Subsequent Selects move forward 

10 through the selection list, where each selected word has a space appended. The first Backspace following one or 
more Selects deletes the space appended to the currently selected word, but does not change which word is currently 
selected. Subsequent Backspaces move backward through the selection list, where each selected word does not have 
an appended space, and is still in the provisionally accepted state. When the last of the Selects is deleted (i,e. the 
selection focus returns to the first word in the list), the first word in the list is taken out of the provisionally accepted 

15 state (its condition prior to hitting the first Select, where it is simply the most likely match for the current key sequence) 
so that additional typing of characters results in generating a longer word, not a new word. The only task not accom- 
modated by this strategy is concatenating words to the first word in the selection list. This can be accommodated by 
an alternate mode of operation that introduces an additional state at the end of the Backspace sequence where the 
first word is provisionally accepted and has no space appended. This approach requires an extra Backspace when 

20 "undoing" a sequence of Selects. 

[0092] When the first letter of the word is capitalized, the words in the selection list 76 are optionally ordered to show 
proper nouns listed first in the list of interpretations. The words are sorted according to frequency of use, with the most 
commonly used proper nouns listed first. The frequency of occurrence of the proper nouns may be pre-stored in a 
vocabulary module, programmed by the user via a system menu, or adaptively calculated as the user continues to use 

25 the system as discussed below. The display of proper nouns first in the selection list is disabled or a warning is sounded 
when the capitalized word is the first word in a sentence. 

[0093] When the selection list is empty (for example, when the user taps a touchscreen to simply reposition the text 
cursorwithout selecting a word to be brought into the selection list), activating the Select key generates an unambiguous 
and explicit space character at the insertion point. 

30 

3. Editing 

[0094] A user of the reduced keyboard disambiguating system 50 may enter an editing mode via a special key (the 
Edit key) or keystroke combination. On entering the editing mode, in a touchscreen implementation, the keytops of the 

35 on-screen keypad are redrawn to show their re-mapped fimctions. FIGURE 4A depicts the display 53 of a touchscreen 
based system while in editing mode. FIGURE 4B depicts a system that utilizes a mechanical keypad, in which a key 
map 800 indicating the re-mapped data key functions is displayed to the user in the text region 66. Each box in the 
key map indicates the editing command that will result if the corresponding data key is pressed. 
[0095] Editing is performed on a word-by-word basis. Once in the edit mode, the user selects a word to edit by moving 

40 a cursor 802 to highlight the word or by touching the desired word. The user selects a word to edit by using the data 
keys corresponding to the cursor movement arrows to move a word or a line at a time through the text displayed in 
the text region. Selecting a word in the text region recreates the same selection list 76 that was presented to the user 
at the time the edited word was added to the text region 66. To recreate the original selection list, the most efficient 
key sequence that would produce a given word is reconstructed from the word itself. The keystroke sequence is then 

45 interpreted using the vocabulary modules to reconstruct the environment (i.e., the contents of the selection list) from 
which the original word was selected. 

[0096] Once a word is selected and the selection list redisplayed, the user has several different options for editing 
the word. One option allows the user to select a different word from the displayed selection list by appropriately pressing 
the Select key. Multiple presses of the Select key move down the selection list, in the same manner in which the edited 

50 word was originally selected. Pressing the Backspace key moves up the interpretation list The boxed word from the 
selection list is automatically added to the text region when the user leaves the editing mode. After any word is selected 
in editing mode, additional text typed is inserted after the word at the point being edited in the text region, 
[0097] Editing of a particular word is completed by selection of an appropriate word from the selection list When the 
editing of a word is complete, the user can use the cursor movement arrow keys to move through the text string 

55 displayed in the text region and select a different word for editing. When editing of the text is complete, the user exits 
the editing mode using the "exit" key 

[0098] At the user's option, a mode of operation may be enabled that modifies the operation of the Backspace key 
when deleting characters from the text display. When this special delete mode is enabled, and the user deletes a space 
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or punctuation character inn mediately to tine right of a preceding word, the systenn automatically re-establishes the 
selection list in the same state as when the preceding word was initially generated. The Select key can then be activated 
to again move forward through the selection list, replacing the previously generated word with other items from the 
selection list. Likewise, the Backspace key can be used to move backward through the list to select earlier items. Once 
5 the user has moved backward to the first item in the selection list, repeated activation's of the Backspace key delete 
keystrokes from the end of the word. Similarly, at this point the alphabetic data keys may be activated to add keystrokes 
to the item and create a longer word. 

[0099] At the user's option, a special "disambiguation check" editing mode of operation may be selected in which all 
of the words in the output text area are tested to determine for each word whether one or more of the following criteria 

10 applied to the output word at the time it was typed: (1 ) the word appeared as the first entry in the selection list; (2) the 
next most frequently occurring word that appeared in the selection list has a frequency of occurrence that exceeds a 
selected threshold; (3) the next most frequently occurring word that appeared in the selection list has a frequency of 
occurrence that differs from that of the output word by less than a selected threshold. The user may choose in a 
configuration menu which of the criteria must be satisfied, and to what values the thresholds will be set. When the 

15 "disambiguation check" editing mode of operation is entered, all words in the output text area that meet the currently 
selected criteria are re-displayed in a special manner such as highlighted or specially colored text. The user can then 
touch any such specially formatted word to replace it with the next most frequently occurring word that appeared in 
the selection list at the time the word was output. A special function key may also be provided that automatically 
advances to the next occurrence of a specially formatted word. 

20 

4. Shortcuts 

[0100] The reduced keyboard disambiguating system 50 incorporates several shortcuts that speed entry of text into 
the system. One shortcut causes the entry of an unambiguous symbol or an unambiguous function to delimit a current 

25 ambiguous sequence, if there is one, and automatically select and accept the first entry in the selection list 76. For 
example, a user that enters the ambiguous sequence ABC ABC MNO, followed by an explicit (e.g., from Symbols 
Mode) apostrophe ('), will have the system automatically select and post to the text region the word "can"', since "can" 
is the first (i.e. most likely) interpretation of the key sequence ABC ABC MNO. When a keystroke sequence is auto- 
matically interpreted in this manner, no space is generated following the selected interpretation. The user may therefore 

30 continue to enter the word by adding additional characters. This shortcut is typically used when punctuation marks are 
used in a keystroke sequence. 

[0101] In addition to operating in different modes of operation wherein the selection list 76 is ordered to present 
particular keystroke interpretations as the first entry in the list, the reduced keyboard disambiguating system 50 also 
may enter (via a system menu, specially defined key, or keystroke combination) a number of dedicated modes wherein 

35 only one interpretation is made for each key and no entries are displayed in the selection list. For example, in a dedicated 
numeric mode, each keystroke corresponds to the entry of a number. In a dedicated cursor movement mode, each of 
the outside circle of data keys corresponds to a cursor movement direction to allow a user to manipulate a cursor in 
an application program. Those skilled in the art will recognize that other dedicated operating modes may also be 
envisioned, such as a mouse emulation or touch-tone phone emulation. When operating in the dedicated modes, text 

40 or commands are directly implemented since there is no ambiguity in the entered keystrokes. 

5. Custom Vocabularies and Adaptive Frequency of Use 

[0102] Amongthe vocabulary modules 110 contained in the reduced keyboard disambiguating system 50 is a custom 
45 vocabulary module. Words entered using the unambiguous spelling methods are automatically stored by the disam- 
biguating system in a temporary vocabulary module. The words stored in the temporary vocabulary module will there- 
after be automatically displayed in the selection list when the user enters the shorter sequence of single (ambiguous) 
keys forthese words. When the userfinishes editing the currenttext object being generated (e.g. closes a word process- 
ing document or accepts a text field entry), all of the words in the temporary dictionary that are still present in the 
50 document are added to the "permanent" custom vocabulary module. This prevents words that are simply misspelled 
(and subsequently deleted from the document or text field) from being inappropriately added to the custom vocabulary 
module. 

[0103] In addition to adding words to the custom vocabulary module during normal text entry, words may also be 
added to a user's custom vocabulary module from a variety of other sources. For example, documents may be down- 
55 loaded into the disambiguating system and parsed to identify proper nouns or other words that are not contained in 
the vocabulary modules present in the disambiguating system. After parsing, the newly identified words are added to 
the temporary vocabulary module, Such words arc immediately available to be typed using the nonrial one keystroke 
per letter typing method. Any of the words that are thus typed by the user in the course of editing the document are 
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then marked as "used" in the temporary vocabulary module. When the user finishes editing the document, only those 
words in the temporary dictionary that are marked as "used" and are still present in the document are added to the 
"permanent" custom vocabulary module. This avoids overburdening the custom vocabulary module with words that 
are not actually required by the user. 
5 [0104] Custom vocabulary modules may also be uploaded or downloaded to other disambiguating systems or to a 
mass storage medium. A user may therefore merge their present custom vocabularies with other vocabularies created 
by another user. 

[0105] The words in the selection list 76 identified from the standard vocabulary modules are preferably always 
presented to the user In the same order, according to decreasing frequency of use, so that the user can commit to 
10 memory the keystrokes necessary to enter a desired word. 

III. Representative System Operation 

[0106] FIGURES 5A through 5K depict the display 53 of the portable computer 52 during a representative use of the 
15 reduced keyboard disambiguating system. After turning on the power of the portable computer, the text region 66 and 
selection list region 70 are empty. In FIGURE 5A, the user has typed the phrase "Now is the time for all good women 
to come to the " and has then touched the ABC key approximately in the center of the key. The word vocabulary module 
has interpreted the ABC key as the word "a" 502 and placed the interpretation in the selection list 76. The stem vo- 
cabulary module has interpreted the ABC key as the stems "C" and "B" 503, and placed the interpretations in the 
20 selection list The numeric vocabulary module has Interpreted the keystroke as the number "7" 504. The system com- 
mand vocabulary module has matched the keystroke sequence with the system command, "<Setup>" 506, and added 
the system command to the selection list. The unambiguous spelling method has interpreted the keystroke using the 
direct-pointing specification method, and has placed the interpretation "b" 507 in the unambiguous spelling display 
region 72 of the selection list region 70. The first entry in the selection list has been drawn with a solid-line box around 
25 it (indicating that it is the implicitly selected object), and this entry has also been provisionally posted In the text region 
at insertion point 88 with a solid-line box drawn around it. 

[0107] In FIGURE 5B the user has subsequently the GHI key, followed by the DEF key, touching both keys approx- 
imately in the center. The word vocabulary module has interpreted the ABC GHI DEF keystroke sequence as the words 
"age" 511, "aid" 512, and "bid" 513, and placed these interpretations in the selection list 76. The stem vocabulary 

30 module has interpreted the keystroke sequence as the stems "che" and "ahe" 514, and placed the Interpretations in 
the selection list The numeric vocabulary module has interpreted the keystroke sequence as the number "798" 515. 
The unambiguous spelling method has interpreted the keystroke using the direct-pointing specification method, and 
has placed the interpretation "bhe" 516 in the unambiguous spelling display region 72. The first entry in the selection 
list "age" 511 has been drawn with a solid-line box around it, and has also been provisionally posted at insertion point 

35 88 with a solid-line box drawn around it. For simplicity of illustration, the remaining figures 5C - 5K will illustrate the 
system operation in which the numeric and system command interpretations have been turned off. 
[0108] In FIGURE 5C the user has pressed the Select key 60, explicitly selecting the first entry in the selection list 
"age" 521 , and appending a space to each entry in the selection list. The boxes around the word "age" both in the 
selection list and where it had been provisionally posted at the inseri:ion point 88 become dotted-line boxes, ratherthan 

40 solid, to indicate that the interpretation has been explicitly selected and will be accepted as output text if the user 
continues to enter text with an ambiguous keystroke. 

[0109] In FIGURE 5D the user has pressed the Select key 60 one additional time, boxing the desired word "aid" 531 
in the selection list. The word "aid" replaces the worcl "age" that previously had been provisionally posted at the insertion 

point 88. 

45 [0110] In FIGURE 5E the user has pressed the MNO key to begin spelling the following intended word "of." The word 
"aid" that had been provisionally posted at the insertion point 88 has been accepted for output into the text area, and 
appears normally with no special boxing or formatting. The stem vocabulary module has interpreted the MNO key as 
the stems "n", "o", and "m" 541 , and placed these interpretations in the selection list. The unambiguous direct-pointing 
specification method has placed the interpretation "n" 542 in the unambiguous spelling display region 72. The implicitly 

50 selected first entry in the selection list has been drawn with a solid-line box around it, both in the selection list and 
where it has been provisionally posted at the Insertion point 88. 

[0111] In FIGURE 5F, the user has just pressed the WXY key to complete the sequence of keys required to type the 
word "country" 551 , which is the implicitly selected first entry in the selection list and has been drawn with a solid-line 
box around it, both in the selection list and where it has been provisionally posted at the insertion point 88. Each key 
55 In the sequence has been touched approximately In the center, so the unambiguous direct-pointing specification method 
has placed the interpretation "bnunurx" 552 in the unambiguous spelling display region 72. 

[0112] In FIGURE 5G, the user has subsequently pressed the Symbols key 61 , placing the system in Symbols Mode. 
The keytops of the data keys 56 have been redrawn to display the most common punctuation characters with which 
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each key is associated, In FIGURE 5H, the user has pressed the top center data key 56 on which a period had been 
displayed in Symbols Mode. As a result, an explicit period '.' punctuation character was selected for immediate output 
to the text area at the insertion point 88, following the previous implicitly selected word "country" which was accepted 
for output into the text area, and appears normally with no special boxing or formatting. At this point, the selection list 
5 is empty, since all ambiguous keystrokes have been resolved. A standard text editing caret appears at the insertion 
point 88, immediately to the right of the period that follows the word "country". 

[0113] In FIGURE 51, the user has pressed the Select key 60. Since the selection list 76 was empty at the time the 
Select key 60 was pressed, this results In generating an explicit space which is immediately output at the insertion 
point 88, and appears to the right of the period and to the left of the standard text editing caret. 

10 [0114] FIGURE 5J shows the result of the exact same keystroke sequence described in 5A - 51, with the exception 
that the additional activation of the Select key 60 described in regard to FIGURE 5D did not occur. As a result, the 
word "aid" shown in 51 has been left in the text output as the word "age". In FIGURE 5J, the user has noticed that the 
intended word "aid" does not appear, and has selected the word "age" for editing by double-tapping it. Since the word 
"age" has been explicitly selected, it appears in a dotted-line box both in the selection list and in the text area. The 

15 selection list has been restored to the state in which it would appear immediately following the ambiguous keystrokes 
ABC GHI DEF required to generate the selected word "aid". The unambiguous direct-pointing specification method 
has assumed that each keystroke took place on the region of the specific letters forming the word "age", so the same 
word also appears in the unambiguous spelling display region 72. 

[0115] FIGURE 5K shows the result of the user tapping the word "aid" which appears in the selection list in FIGURE 
20 5J. The boxed word "age" in the text output area is immediately replaced with the selected word "aid", which is displayed 
as normal text in the output area with no special boxing or formatting. At this point, the selection list is empty, since all 
ambiguous keystrokes have been resolved. A standard text editing caret appears at the insertion point 88, immediately 
to the right of the newly inserted word "aid". 

25 IV. Alternate Applications and Embodiments 

[0116] In some cases, it may be advantageous to use a keyboard on which letters are assigned to the keys more or 
less sequentially from "a" to "z" such as on current telephone keypads. In such cases, letters are not grouped on the 
keyboard in such a way as to minimize the possibility of ambiguities. As a result, the number of ambiguities increases 
30 during use. In accordance with the invention, in such cases it is advantageous to use a method to correctly determine 
from the context of the input which word of one or more ambiguous words is likely to be the desired word. The most 
likely desired word is then output to the user first in the selection list 

[0117] A surprising result is obtained when appropriate techniques are applied to the reduce the frequency of am- 
biguities in a such a system. The increasing ambiguities resulting in such a system is primarily the result of a small 

35 number of relatively common words that fail to appear as the first choice in the selection list because they correspond 
to the same key sequence as another, even more frequently occurring word. In many cases, the ambiguous pairs of 
words are dissimilar in their syntactic usage (e.g., for English, "am" and "an"; "me" and "of"). The ambiguity in these 
word pairs can often be resolved by examining the parts of speech and other attributes of the words which precede 
and follow the ambiguous entry. The correct word can then be placed first in the selection list (when the ambiguity is 

40 resolved by the preceding context), automatically corrected in the output text, or called to the user's attention for cor- 
rection. 

[0118] The following examples illustrate a method of the invention for the English language, using the keyboard 
layout shown in FIGU RE 1 A. The words "me" and "of" are typed with the same keystroke sequence and thus constitute 
an ambiguous pair. In general usage, the word "of" will appear approximately 11 times more frequently than "me." 

45 However, "me" is the most frequently occurring word that fails to appear as the first choice in the selection list when 
using a touch-tone keypad layout. In the majority of cases where the word "me" appears, it is preceded by a preposition 
(e.g. "to", "with", "from", etc.), whereas "of" is seldom preceded by a preposition. Thus, every time the key sequence 
corresponding to "me" and "of" immediately follows a preposition, the word "me" can be placed first in the selection 
list, while in all other circumstances the word "of" will appear first in the list. 

50 [0119] Similarly, "am" and "an" correspond to the same key sequence. The majority of occurrences of the word "am" 
will either be preceded or followed by the word "I." Thus the occurrence of the word "I" preceding the key sequence 
for "am" and "an" should result in "am" being placed first in the selection list, and "I" following the key sequence should 
result in the previously generated word "an" being automatically changed to "am." In each case, rules are applied to 
resolve the ambiguity between two particular words, both of which are known in advance. In the disambiguating system 

55 of the invention, the use of a few specific rules to a few known "problem" word pairs or groups greatly reduce the 
occurrence of ambiguities. 

[0120] The approach of the invention can be effective in reducing ambiguity even when applied to a small number 
of the most frequently occurring words resulting in ambiguities. The following list sets forth how eight of the most 



19 



EP 1 256 871 A2 



commonly used ambiguous pairs can be resolved. Each rule provides a set of simple tests to indicate when the less 
frequently occurring word should be "selected" to appear first in the selection list or to replace the more frequently 
occurring word in text that has already been generated: 

5 1 , Select "me" over "of" when: the preceding word is a preposition. 

2. Select "if" over "he" when: the preceding word is a verb other than a form of "to be" or a modal; or when the 
following word is neither a verb, an adverb, a conjunction, nor a preposition 

3. Select "then" over"them" when: the preceding word is a determiner; or when the preceding non-space character 
is a punctuation character, or when the preceding word is neither a transitive verb, a conjunction, nor a preposition. 

10 4. Select "these" over "there" when: the following word is a noun or an adjective. 

5. Select "go" over "in" when: the preceding or following word is the word "to". 

6. Select "night" over "might" when: the preceding word is an article an adjective, or a preposition. 

7. Select "am" over "an" when: the preceding word is the word "1", orthe word "I" followed by one or more adverbs; 
or when the following word is the word "I". 

f5 8. Select "mr" and "ms" over "or" when: the Shift key has been pressed to capitalize the first letter of the word. 

[0121] Ambiguity can be further reduced by applying rules to larger sets of words. The set of conditions used to 
distinguish word pairs need only be expanded as needed to resolve ambiguity in the target set of word pairs. This 
approach does not require significant amounts of either storage or processing power because only a limited number 
20 of words and a small number of conditions need be considered. FIGURE 11 showsaflowchartof a methodto detennine 
what information should be included in the system to reduce the frequency of ambiguities without an unacceptable 
increase in the processing or storage requirements for the resulting system. 

[0122] The method starts at a block 1102, where a large corpus of words in the context of their actual usage is 
collected. This corpus should be large enough to establish an average relative frequency of occurrence of each word 

25 to be included in the system's vocabulary. At a block 1104, the desired list of words for the vocabulary is extracted from 
the corpus, along with the frequency of occurrence for each, where the frequency is expressed as a number such as 
the average number of occurrences per million words. At a block 1 1 06, vocabulary words are assigned to groups Gn 
where each group includes the words spelled by a unique key sequence. The words in a given group are therefore 
ambiguous when spelled on the reduced keyboard. These groups are sorted and ranked in descending order according 

30 to the frequency of the second most frequent word in each group. At a block 11 08, the total ambiguity of the system 
is calculated the sum of the frequencies of all words in all groups excluding the most frequent word in each group. 
Then, at a decision block 1110, the current total ambiguity of the system is compared to a desired maximum value. 
When the ambiguity has been reduced below the desired threshold, the procedure halts at block 1112. Othenwise, at 
a block 1114, the next highest ranking group Gn is selected. For the highest frequency word W1 of frequency F1 and 

35 the second highest frequency word W2 of frequency F2, the corpus of words in context is searched. For each occurrence 
of W1 , and for each occurrence of W2, the preceding N words, where N may be 3 for example, and the immediately 
following word, are identified and recorded. For each word W1 and W2, and for each relative position, the occurrences 
of specific words are counted. For the immediately preceding and following locations, the occurrence of each part of 
speech is counted. 

40 [01 23] At a block 1 11 8, a clustering analysis is reformed on the identified sets of words and parts of speech to identify 
the best rule to distinguish occurrences of W2 from occurrences of W1 in the corpus of usage. The reliability R of the 
rule is a fraction between 0 and 1 representing the proportion of cases where the correct word is selected when the 
reule is applied to all instances of W1 and W2 in the corpus. At a decision block 1 1 20, it is determined whether inclusion 
of the rule would result in an overall decrease in the total system ambiguity. If not, the process returns to block 1114 

45 to consider the next highest ranked group of words. Otherwise, at a block 1122, the process determines whether the 
infonnation required for the rule has already been added to the system. If not, at a block 1124, the additional storage 
required to add the new information is calculated (for example, the storage required to add tags or pointers to specific 
words, or label all words of a particular part of speech), and at a decision block 11 26, if the additional storage required 
exceeds the previously determined maximum allowed, the process returns to block 1114 to consider the next highest 

50 ranked group of words. 

[0124] Otherwise, the required additional information is added to the system (or was already present in the system), 
and at a block 1130 the determined rule is added to set of rules for the system, and W1 and W2 are marked so that 
the rule will be applied when the corresponding key sequence is entered. Then, at a block 1132, the total system 
ambiguity is adjusted to account for the improvement brought by the rule. The process returns to decision block 1110 

55 to determine if the process should halt Additional refinements may be added such as a process to first record all 
potential rules, including the resulting improvement in ambiguity and information required, then to analyze the set of 
rules and rank the rules with respect to the amount of improvement gained for a given cost of additional storage. 
[0125] This approach can also be used when words are always placed in the selection list in the same relative order. 
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If the user begins typing tlie next word without having selected the deternnined word, the system can generate a signal 
to call the user's attention to the fact that there is a significant likelihood that the desired word nnay not have been 
selected. This nnay be preferable for users who prefer a system with a fixed and predictable behavior (i.e. words always 
appear in the selection list in the same order). In this situation, even when the user has already started to type the 
5 following word, a special key combination (e.g. Control-Select) is designated so that the user can "re-select" the pre- 
vious word, choosing the correct word of the ambiguous pair, without having to delete or re-type the word that the user 
has already started typing. 

[0126] While the preferred embodiment of the invention has been illustrated and described, it will be appreciated 
that various changes can be made therein without departing from the spirit and scope of the invention. For example, 
10 those skilled in the art will appreciate that the keyboard 54 of the reduced keyboard disambiguating system may have 
as few as three or as many as twenty data keys. The disambiguation technique disclosed herein is equally applicable 
to keyboards of different sizes. 

[0127] It will also be appreciated that the reduced keyboard disambiguating system of the present invention may be 
used in conjunction with other devices requiring text input. For example, a disambiguating system of the present in- 

15 vention is depicted in FIGURE 6 as incorporated in a remote control 600 for a television. This system may be required 
for text programming on a standard television or may further be used to control an interface device such as a "set-top 
box" which is able to access computer resources such as the Internet. The television remote control sends signals 
indicating keystrokes to a receiving and processing unit 602 connected to or contained within a television 604. Text 
entry is performed in the manner described above using a reduced set of data keys 606 located on the upper surface 

20 of the remote control. An unambiguous Select key 608 is included on the keyboard to delimit entered keystroke se- 
quences and select different interpretations from the selection list displayed on the television screen. Incorporating a 
keyboard directly on the remote control is particularly advantageous in that a user does not have to utilize a separate 
full-size keyboard when operating the television-based Internet access interface. 

[0128] FIGURE 6B depicts a wrist-watch that utilizes the reduced keyboard disambiguating system of the present 

25 invention. Text entry is performed in the manner described above using a reduced set of data keys 610 located, for 
example, on the outer circumference of the face of the watch. Alternatively, the watch face may be implemented as a 
control disk that moves laterally in distinct directions corresponding to the various keys. An unambiguous Select key 
612 is included on the watch to delimit entered keystroke sequences and select different interpretations sequentially 
displayed at the insertion point on the display screen. 

30 [0129] It will also be appreciated that the reduced keyboard disambiguating system of the present invention is an 
especially effective technique for text input based on movement of the eye as detected by an eye-tracking device. 
Such an input system is particularly suited for use by people with hand control disabilities. As the number of visual 
targets that must be discriminated increases, the required resolution forthe eye-tracking system increases correspond- 
ingly, resulting in systems that tend to be less robust and more expensive. By decreasing the number of data keys 

35 required by the system from 27 or more to as few as 8 keys, the reliability of the system can be greatly enhanced even 
when an eye-tracking device with lower resolution is used. A suitable eight-key layout is shown in FIGURE 7. Seven 
keys are used to enter letters or numbers, and one key is used as the "Select" key. The eight keys are organized in a 
circle with each key corresponding to one of eight directions. When organized in a circle, each key may be easily 
selected by a movement of the eye in one of the eight compass directions as detected by an eye-tracking device. 

40 Previous text input systems based on eye-tracking have generally relied on an approach which requires two eye fixa- 
tions (i.e. two key selections) for each letter of text generated. A system based on the reduced keyboard disambiguating 
system of the present invention, requiring only one eye fixation for each letter of text generated, offers advantages 
over such an approach. An alternate embodiment of a portable reduced keyboard disambiguating system 50 is shown 
in FIGURE 48. The keyboard is constructed with full-size mechanical keys 54, which are distinct from the display 53 

45 of the system. The full-size mechanical keys allow the user to type more rapidly by using three separate fingers to type 
on the three columns of data keys 56, taking advantage of the improved tactile feedback provided by mechanical keys. 
The reduced keyboard contains twelve keys 54 arranged in the preferred layout described above. 
[0130] Variations can also be made in the construction and operation of each of the above embodiments. Those 
skilled in the art will appreciate that alternate arrangements exist for the keyboard 54 of the reduced keyboard disam- 

50 biguating system. A 3x3 array of data keys 56 is preferred because the arrangement is easy to manipulate with the 
middle three fingers of a user's hand. All keystrokes are either on a center home row, or one row up or down. 
[0131] Another arrangement of the 3x3 array of data keys 56 can be constructed using three "rocker" keys 801 , an 
example of which is shown in FIGU RE 8A. FIGU RE 88 shows a side view of a rocker key 802 which has three closure 
positions: rocking up and slightly away from the typist, straight down, and down and slightly toward the typist Thus, by 

55 placing the three middle three fingers of a user's hand across the centers of the three rocker keys as a "home row," 
each of the data keys may be activated without having to lift the fingers from the keys. The three positions can be 
activated by extending a finger forward and pushing slightly forward and down, by pushing straight down, or by curling 
the finger slightly pulling back and pushing down. A dimple in the center of each key provides tactile feedback regarding 
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finger position. This allows the user to type nnore rapidly on the snnall set of data keys because the fingers never need 
to be physically lifted up off of the keys. 

[0132] Yet another arrangement of the 3x3 array of data keys 56 in shown in FIGURE 8C, in which the data keys 56 
are constructed using nine nnechanical keys, each of which is able to be depressed in four distinguishable ways. In 

5 the example shown in FIGURE 8C, each key nnay be tilted in four different directions (up, down, left and right) when 
depressed. This allows each keypress to unambiguously specify one of up to four different characters or functions 
associated with the key, while also simultaneously signaling an activation of an ambiguous keystroke. In FIGURE 8C, 
for example, eight of the nine data keys 56 are each unambiguously associated with three letters and a digit, and the 
lower right key is unambiguously associated with two letters, a digit, and a punctuation character (a period). As shown 

10 in FIGURE 8D, each key is constructed so that it will tilt in one of four directions when pressed on one of thefour keytop 
regions 842, resulting in the closure of one of four distinct switch contacts 843. Each key could be constructed to tilt 
in as many as eight or as few as two different directions, and allow the system to distinguish a corresponding number 
of unambiguous states. 

[0133] In another embodiment of the invention, the system may be used on a touch pad device where each key has 
15 multiple symbols on each key. Each symbol is located at a different location on the key. A user selects a symbol on 
the touch keys by touching the key containing the desired letter or symbol and then indicating the symbol by a short 
dragging motion in the plane of the screen toward the desired letter or symbol. All of the symbols on a key have an 
associated stroke directions. For example, on a key containing three symbols, the leftmost symbol could be indicated 
by touching the key and sliding to the left, the rightmost symbol could be indicated by touching the key and sliding 
20 right, and the center symbol, possibly the most frequently used symbol, could be indicated by touching and releasing 
the key with no sideways motion. When the pen stylus or fingertip is lifted from the touchscreen surface, the selected 
symbol is added to the end of the current unambiguous spelling object. This method may be expanded to include more 
than three selectable elements on a key. For example, a set of nine different stroke "gestures" may be defined as eight 
different strokes in the direction of the eight compass points, plus a simple tap as the ninth gesture. This would allow 
25 the user to unambiguously select from a single key up to nine different characters or other options such as functions 
or menus. 

[0134] While the above discussion relates to the use of the reduced keyboard disambiguating system with Roman 
characters and English, it will be appreciated that the system is equally operable with foreign languages using different 
character sets. Foreign language versions would operate in a similar manner, with the foreign character set optionally 

30 grouped on the keys of the keyboard to optimize the keyboard and minimize the ambiguity in the particular language, 
or across multiple languages. In the case of the Japanese language, current Japanese word processors generally use 
Roman characters as the preferred method to input Japanese kana and kanji. The first step in processing is to type 
the Roman characters used to spell each phonetic syllable of the desired kana, which appear as each syllable is typed. 
When kanji are desired, aftertyping the kana corresponding to the one or more kanji which are used to write the desired 

35 word, a "Conversion" key is pressed and one or more possible kanji interpretations of the entered kana are displayed 
as numbered alternatives on the display. The user then selects the desired interpretation by pressing the corresponding 
number. 

[0135] A preferred embodiment of the reduced keyboard disambiguating system for generating Japanese kana and 

kanji operates as follows. The user types the Roman characters corresponding to the phonetic spelling of the kana 

40 corresponding to the desired word. The word vocabulary module contains one entry for each unique phonetic spelling 
corresponding to one or more words, where the frequency of that entry is set to the sum of the frequencies of all words 
with that phonetic reading. After each ambiguous keystroke, the word vocabulary module displays the kana for each 
matching word in decreasing order of frequency. Aftertyping in the ambiguous keystrokes corresponding to the desired 
word, the user presses the Select key to select the first kana interpretation of the key sequence in the selection list. 

45 [0136] The reduced keyboard disambiguating system then exports this kana reading to a kanji interpretation software 
program that takes a kanji reading as input and returns a list of the kanji that correspond to it. Associated with each 
kanji interpretation is information regarding its frequency of and recency of use. The frequency of use is with respect 
to its use in the general language, and remains fixed. The recency of use is with respect to the user of the software 
package, and is adjusted according to the user's particular history of usage of the software. The reduced keyboard 

50 disambiguating system for Japanese then displays the returned kanji on the keytops of the data keys 56. 

[0137] The system is configured by the user in a set-up menu to determine three aspects of the manner in which the 
kanji are displayed. The first aspect is the maximum number of separate kanji readings to be displayed on a keytop. 
When there are more than nine possible kanji readings, the readings are distributed as evenly as possible among the 
nine keys. When there are more possible kanji readings than nine times the maximum number, the remaining kanji 

55 readings are displayed on subsequent screens. A special "Next Screen" key is activated to advance the system to 
these subsequent screens, and to return to the first screen following the last screen of possible readings. An audible 
tone indicates when the system returns to the first screen. 

[0138] When more than one reading is displayed on each data key, the preferred unambiguous spelling method 
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(direct pointing or nnultiple-strol<e) is used to select the desired reading fronn the key on which it is displayed. The 
second aspect configured by the user is the number of data keys used to display kanji readings according to recency 
of use and the nunnber of data keys used to display kanji readings according to frequency of use. For exannple, three 
of the nine keys may be selected to display according to recency, and the remaining six keys according to frequency. 

5 The keys displaying according to recency show the most recently used kanji readings, in order of decreasing recency 
of use, on the first three data keys of each scraen of displayed readings. The remaining six keys show kanji readings 
in order of decreasing frequency of use. In addition, at the user's option, the selected kana reading also appers as 
hiragana only and as katakana only in two fixed locations on the first screen, preferably on the same key with the 
hiragana reading displayed first. The hiragana reading that is implicitly or explicitly selected in the selection list also 

10 appears at the insertion point. If the hiragana reading is desired for output to the text area without converting it to any 
kanji, the user may select it by touching the desired reading in the selection list 

[0139] It is important to note that, since the feequency of use information is not dynamic, for a given input kana 

reading and number of keys allocated (six in this example), the same kanji readings will always appear on the same 
keys, allowing the user to become automatic in selecting kanji based on frequency. Since a kanji reading displayed 
15 based on frequency may also have been recently used, the same kanji reading may appear in two different screen 
locations. At the user's option, a selected number of the most recently used kanji readings that are displayed according 
to frequency are displayed as highlighted readings or in some other distinguishing format. 

[0140] If the first kana interpretation of the key sequence in the selection list is not the desired kana reading, the 
user again presses the Select key to select the next kana interpretation in the selection list. The reduced keyboard 
20 disambiguating system then exports this next kana reading to the kanji interpretation software program and displays 
the first screen of the list of returned kanji interpretations. This procedure is repeated with each repeated press of the 
Select key until the desired kana reading is selected. 

[0141] In an alternate embodiment, to conserve processing, the selected kana reading may not be sent to the kanji 
interpretation software program until the "Next Screen" is initially pressed. In this alternate embodiment, if the selected 
25 hiragana reading is desired for output to the text area without converting it to kanji, the user may simply begin typing 

the next desired word without pressing the "Next Screen" key. 

[0142] Once the desirod kana reading is selected, the "Next Screen" key is pressed until the desired kanji appears 
on one of the data keys. The user then presses the data key (using the direct pointing or multiple-stroke specification 
method if more than one kanji reading appears on the key) to select the desired kanji. The selected kanji are then 
30 immediately output to the text area at insertion point 88, and the data keys are re-displayed showing the Roman char- 
acters assigned to each key in the standard layout. The user then begins typing the next desired word, and the above 
process repeats. 

[0143] Those skilled in the art will also recognize that additional vocabulary modules can be enabled within the 
computer, for example vocabulary modules containing legal terms, medical terms, and foreign language terms. Via a 
35 system menu, the user can configure the system so that the additional vocabulary words can be caused to appear first 
or last in the list of possible words, with special coloration or highlighting. Consequently, within the scope of the ap- 
pended claims, it will be appreciated that the invention can be practiced otherwise than as specifically described herein. 

40 Claims 

1 . A disambiguating system for disambiguating ambiguous input sequences entered by a user, the disambiguating 
system comprising: 

45 a. a user input device having a plurality of input means, each of the plurality of input means associated with 

a plurality of characters, an input sequence being generated each time an input means is selected by manip- 
ulating the user input device and corresponding to the sequence of input device means that have been se- 
lected, the generated input sequence having a textual interpretation that is ambiguous due to the plurality of 
characters associated with each input means; 

50 b. a memory containing a plurality of objects, each of the plurality of objects associated with an input sequence; 

c. a display to depict system output to the user; and 

d. a processor coupled to the user input device, memory and display, the processor identifying from the plurality 
of objects in the memory at least one object associated with each generated input sequence, and generating 
an output signal causing the display to display at least one of the identified objects associated with each 

55 generated input sequence as a textual interpretation of the generated input sequence. 

2. The system of Claim 1 , wherein an activation of an input means is simultaneously processed as an ambiguous 
selection of one or more of the plurality of characters associated with said input means, and as an explicit selection 
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of a specific, unambiguous cliaracter f rom said input nneans, wlierein eacli input sequence also has an unannbig- 
uous textual interpretation connposed of said unambiguous cliaracters. 

3. The system of Claim 2, wherein the user input device is implemented as a set of ambiguous keys displayed on a 
5 touchscreen. 

4. The system of Claims, wherein activating the display screen directly where a character is displayed unambiguously 
selects the character and simultaneously selects the ambiguous key on which the character appears. 

10 5. The system of Claim 4, wherein when the touchscreen is contacted, the character that is associated with the 
location of contact on the touchscreen is visually indicated by distinct formatting. 

6. The system of Claim 3, wherein specific characters are unambiguously selected by initially activating the display 
screen on the ambiguous key where the character is displayed and then performing a distinguishable movement 

15 to indicate the specific character. 

7. The system of Claim 3, wherein specific characters are unambiguously selected by contacting the displayed key 
a number of times, wherein the number of times corresponds to the position of the desired character on the key 

20 8. The system of Claim 7, wherein the character that will be unambiguously selected is visually indicated by distinct 
formatting. 

9. The system of Claim 7, wherein the letters on each key are displayed in order of their frequency of occurrence in 
the language. 

25 

10. The system of Claim 7, wherein a next unambiguous character is selected from the same key following a time 
interval that exceeds a pre-determined threshold during which no key activation occurs. 

11. The system of Claim 10, wherein the length of the pre-determined time threshold is automatically adjusted to be 
30 a multiple of the running average of the time interval between successive pairs of contacts on the same key, when 

said time intervals are less than the pre-determined threshold and the unambiguous textual interpretation of the 
input sequences containing said pairs of contacts is selected by the user for output 
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12. The system of Claim 2, wherein the user input device is implemented as a set of ambiguous mechanical keys. 

13. The system of Claim 12, wherein the mechanical keys are multi-state tipping keys. 

1 4. The system of Claim 1 2, wherein specific characters are unambiguously selected by pressing a given key a number 
of times and wherein the number of times corresponds to the position of the desired character on the key. 

15. The system of Claim 14, wherein the letters on each key are displayed in order of their frequency of occurrence 
in the language. 

16. The system of Claim 14, wherein a next unambiguous character is selected from the same key following a time 
45 interval that exceeds a pre-determined threshold during which no key activation occurs. 

17. The system of Claim 16, wherein the length of the pre-determined time threshold is automatically adjusted to be 
a multiple of the running average of the time intervals between successive pairs of contacts on the same key, when 
said time intervals are less than the pre-determined threshold and the unambiguous textual interpretation of the 

50 input sequences containing said pairs of contacts is selected by the user for output. 

18. The system of Claim 2, wherein the unambiguous textual interpretation is displayed in a dedicated location on the 
display. 

55 19. A disambiguating system for disambiguating ambiguous input sequences entered by a user, the disambiguating 
system comprising: 

a. a user input device having a plurality of input means, each of the plurality of input means associated with 
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a plurality of characters, wherein activation of one or more of the plurality of input nneans generates an input 
sequence; 

b. a memory containing a plurality of objects, each of the plurality of objects associated with an Input sequence; 

c. a display to depict system output to the user; and 

5 d. a processor coupled to the user input device, memory and display, said processor comprising: 

an identifying component for identifying from the plurality of objects in the memory at least one object 
associated with each generated input sequence; 

an output component for displaying at least one of the identified objects associated with each generated 
10 input sequence as a textual interpretation of the generated input sequence; 

a text entry component for entering a selection of one of the displayed at least one of the identified objects 
into a text entry display location; and 

a return component for returning an object selected from a text entry display location to the output com- 
ponent, wherein the input sequence associated with the object selected from a text entry display location 
^5 is used for displaying at least one of the objects associated with the input sequence. 

20. The system of Claim 1 9, wherein if a non-letter character immediately to the right of an object in a text entry display 
location is deleted, the object in a text entry display location is returned to the output component. 

20 21. The system of Claim 19, wherein each of the plurality of objects in the memory are further associated with a 
frequency of use and the object associated with each input sequence that has the highest frequency of use is 
displayed as the first identified object, thereby becoming the default object, and wherein if a second identified 
object that is not the default object is associated with a generated input sequence and has a frequency of use that 
exceeds a selected threshold wherein said threshold is a function of the frequency of use of the default object, the 

25 default object is marked as a high-ambiguity word. 

22. The system of Claim 21 , wherein a special audible or visual indication is given when a key sequence corresponding 
to a high-ambiguity object is entered and the high-ambiguity object is selected for output by default. 

30 23. The system of Claim 21, wherein a high-ambiguity object displayed by the output component is automatically 
indicated using distinctive visual formatting. 

24. The system of Claim 21 , wherein objects in memory include additional information such that, for one or more high- 
ambiguity objects, the processor can determine from the context of said high-ambiguity objects in the text entry 

35 display location one or more contexts in which the high-ambiguity object is automatically replaced with the next 

most frequency object associated with the same input sequence associated with the high-ambiguity object. 

25. A disambiguating system for disambiguating ambiguous input sequences entered by a user, the disambiguating 
system comprising: 

40 

a. a user input device having a plurality of input means, each of the plurality of input means associated with 
a plurality of characters, an input sequence being generated each time an input means is selected by manip- 
ulating the user input device and corresponding to the sequence of input device means that have been se- 
lected, the generated input sequence having a textual interpretation that is ambiguous due to the plurality of 

45 characters associated with each input means; 

b. a memory containing a plurality of objects, each of the plurality of objects associated with an input sequence, 
wherein each of the plurality of objects in the memory are further associated with a frequency of use; 

c. a display to depict system output to the user; and 

d. a processor coupled to the user input device, memory and display, the processor identifying from the plurality 
50 of objects in the memory associated with each generated input sequence at least one object with the highest 

frequency of use, and generating an output signal causing the display to display at least one of the identified 
objects associated with each generated input sequence as a textual interpretation of the generated input se- 
quence. 

55 26. A isambiguating system for disambiguating ambiguous input sequences entered by a user, the disambiguating 
system comprising: 

a. a user input device having a plurality of input means, each of the plurality of input means associated with 
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a plurality of characters, an input sequence being generated each time an input means is selected by manip- 
ulating the user input device and corresponding to the sequence of input device means that have been se- 
lected, the generated input sequence having a textual interpretation that is ambiguous due to the plurality of 
characters associated with each input means, wherein the input device has at least one unambiguous Input 
5 means for generating an unambiguous output, and wherein a input sequence Is 'terminated when the user 

manipulates the user input device to an unambiguous input means; 

b. a memory containing a plurality of objects, each of the plurality of objects associated with an input sequence, 
wherein each of the plurality of objects In the memory are further associated with a frequency of use; 

c. a display to depict system output to the user; and 

10 d. a processor coupled to the user Input device, memory and display, said processor comprising: 

an Identifying component for Identifying from the plurality of objects In the memory at least one object 

associated with each generated input sequence and having the highes frequency of use; 

an output component for displaying at least one of the identified objects associated with each generated 

f5 Input sequence as atextual Interpretation of the generated input sequence, wherein the objects associated 

with each input sequence are displayed in order of decreasing frequency of use; 
automatically identifying an object with the highest frequency of use of the terminated Input sequence; and 
a selection component for selecting the identified object with the highest frequency of use for entry into a 
text entry display location upon detecting the manipulation of the user input device to an unambiguous 

20 Input means, and selecting the Identified objects having a lower frequency of use upon detecting the 

manipulation of the user input device to an unambiguous Input means a plurality of times, each manipu- 
lation of the user Input device to the unambiguous input means selecting an object having the next lower 
frequency of use from the identified objects. 

25 27. The disambiguating system of Claim 26, wherein the Identified object having the highest frequency of use as the 

textual interpretation of the ambiguous input sequence is displayed in a first distinguishing manner on the display 
prior to detecting the manipulation of the user input device to an unambiguous input means, and in a second 
distinguishing manner on the display upon detecting the manipulation of the user input device to an unambiguous 
input means, where the first or second distinguishing manner of display of the object is removed upon starting a 
30 next ambiguous input sequence or upon selecting an input means associated with the unambiguous generation 

of one or more characters. 

28. The disambiguating system of Claim 27, wherein the Identified objects associated with the received input sequence 
are displayed in a selection list on the display, and wherein the object selected for entry into a text entry display 

35 location by manipulation of the user input device to the unambiguous input means is displayed in said second 

distinguishing manner on the display. 

29. The disambiguating system of Claim 25 wherein the Identified object with the highest frequency of use Is displayed 
as the textual interpretation of the ambiguous Input sequence at the Insertion point where text Is output to the text 

40 entry display location. 

30. The disambiguating system of Claim 29, wherein the objects associated with the received input sequence are 
displayed in a selection list on the display upon detecting the manipulation of the user Input device to an unam- 
biguous Input means. 

45 

31 . The disambiguating system of Claim 30, wherein no more than a predetermined maximum number of the identified 
objects associated with the received Input sequence are displayed In a selection list. 

32. The disambiguating system of Claim 31 , wherein the objects associated with the received input sequence that are 
50 in excess of the predetermined maximum number that can be displayed in a selection list are displayed in the list 

upon detecting additional manipulations of the user Input device to an unambiguous Input means. 

33. The word-disambiguating system of Claim 26, wherein the objects in the memory correspond to sequences of 
Roman characters (romaji) corresponding to the unique phonetic spelling of the kana which correspond to one or 

55 more Japanese words. 

34. The word-disambiguating system of Claim 33, wherein the frequency of use associated with each object in memory 
is equal to the sum of the frequencies of use of the Japanese words with the phonetic kana reading corresponding 
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to said object. 

35. The word-disambiguating system of Claim 34, wherein after each generated input sequence, the l<ana represented 
by the object in the memory associated with the input sequence and having a highest frequency of use is displayed. 

5 

36. The word-disambiguating system of Claim 34, wherein after each generated input sequence, the kana represented 
by the one or more objects in the memory associated with the input sequence are displayed in a list in decreasing 
order of frequency. 

10 37. The word-disambiguating system of Claim 34, wherein the processor automatically selects an object having a 
highest frequency of use as the phonetic (kana) interpretation of the ambiguous input sequence upon detecting 
the manipulation of the user input device to an unambiguous input means, causing the display to display one or 
more textual interpretations associated with the selected object, said one or more textual interpretations being one 
or more of hiragana, katakana, kanji or kanji plus furigana, one or more of said textual interpretations associated 

f5 with one or more of the plurality of input means, wherein activation of the corresponding input means selects the 

associated textual interpretation for output as a textual interpretation of the ambiguous input sequence. 

38. The disambiguating system of Claim 37, wherein the user may select an object having a lower frequency of use 
as the phonetic (kana) interpretation of the ambiguous input sequence by manipulating the user input device to 

20 an unambiguous input means a plurality of times, each manipulation of the user input device to the unambiguous 

input means selecting an object having a next lower frequency of use, and causing the display to display said 
textual interpretations associated with said selected object. 

39. The word-disambiguating system of Claim 38, wherein said textual interpretations are displayed in order of de- 
25 creasing frequency of use. 

40. The word-disambiguating system of Claim 39, wherein when there are more of said textual interpretations than of 
said associated plurality of input means, said additional textual interpretations are displayed upon detecting ma- 
nipulation of the user input device to an additional unambiguous input means. 

30 

41. The word-disambiguating system of Claim 39, wherein when there are fewer of said textual interpretations than 
of said associated plurality of input means, additional textual interpretations are displayed associated with other 
less frequent phonetic (kana) interpretations of the ambiguous input sequence. 

35 42. The word-disambiguating system of Claim 1 , wherein unknown words that do not correspond to any object in the 
memory are unambiguously typed by the user, or are included in text that is imported into the system, objects 
corresponding to said unknown words are automatically added provisionally to the memory so that said unknown 
words can be generated by entering the corresponding sequence of ambiguous keys. 

40 43. The system of Claim 42, wherein an object provisionally added to the memory corresponding to a word that has 
been unambiguously typed by the user, and wherein said word is not present in the output text when the text is 
accepted, said object is automatically deleted from the memory. 

44. The system of Claim 42, wherein an object provisionally added to the memory corresponding to a word that is 
45 included in text that is imported into the system, and wherein said word has not been typed by the user or is not 

present in the output text when the text is accepted, and said object is automatically deleted from the memory. 

45. The word-disambiguating system of Claim 1 , wherein the memory includes word objects that are associated with 
input sequences corresponding to common spelling and keystroke errors. 

50 

46. The word-disambiguating system of Claim 1 , wherein the memory includes objects that are associated with input 
sequences that are shorter than the number of characters in the textual interpretation associated with the object. 

47. The word-disambiguating system of Claim 1 , wherein the user input device is a TV remote control with a reduced 
55 keyboard for text input. 

48. The word-disambiguating system of Claim 1 , wherein the user input device is an eyegaze input system which 
determines which of a set of input means is selected by monitoring the position and/or orientation of one or both 
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of the user's eyes. 

49. The word-disambiguating system of Claim 1 , wherein the user input device is a wrist watch with a reduced l<eyboard 
for text input. 

5 

50. The word-disambiguating system of Claim 1 , wherein the userinputdevice is a keyboard constructed of mechanical 
keys which can be activated in a plurality of distinct ways, where each distinct activation corresponds to a distinct 
input means. 

10 51 . The word-disambiguating system of Claim 1 , wherein the user input device is implemented as a simple grid outline 
pattern on a touch screen which outline indicates regions of the screen corresponding to the various input means, 
and which outline appears super-imposed on the system display. 

52. The word-disambiguating system of Claim 1 , wherein the user input device is implemented as a touch screen on 
15 which the user performs a plurality of simple touchscreen gestures, wherein the touchscreen is contacted and the 

point of contact is moved in a distinct fashion, wherein each distinct gesture corresponds to an input means of the 
word-disambiguating system. 

53. The word-disambiguating system of Claim 1 , wherein objects in the memory which include one or more characters 
20 with special diacritic marks are associated with input sequences composed of the input means associated with 

the corresponding characters without diacritic marks. 

54. A disambiguating system for disambiguating ambiguous input sequences entered by a user, the disambiguating 
system comprising: 



25 



(a) a user input device (54) having: 



(i) a plurality of inputs (56), each of the plurality of inputs associated with a plurality of characters, an input 
sequence being generated each time an input is selected by manipulating the user input device, wherein 

30 the generated input sequence corresponds to the sequence of inputs that have been selected, wherein 

the generated input sequence has a textual interpretation that is ambiguous due to the plurality of char- 
acters associated with each input; and 

(ii) at least one unambiguous input (60) for generating an unambiguous output, wherein an input sequence 
is terminated when the user manipulates the user input device to an unambiguous input; 

35 

(b) a memory (104) containing a plurality of objects, each of the plurality of objects associated with an input 
sequence and a frequency of use, wherein each of the plurality of objects contained in the memory correspond 
to a sequence of Latin characters known as Romaji, wherein the sequence of Latin characters corresponds 
to a phonetic kana spelling, and wherein the phonetic kana spelling is associated with one or more Japanese 

40 words; 

(c) a display (53) to depict system output to the user; and 

(d) a processor (100) coupled to the user input device, memory and display, said processor comprising: 

(i) an identifying component for identifying from the plurality of objects in the memory at least one object 
45 associated with each generated input sequence and having the highest frequency of use and identifying 

any additional objects associated with each generated input sequence; 

(ii) an output component for displaying on the display at least one identified object associated with each 
generated input sequence as a textual interpretation of the generated input sequence, and displaying any 
additional identified objects associated with each input sequence as additional textual interpretations of 

50 the generated input sequence in order of decreasing frequency of use; and 

(iii) a selection component for selecting the identified object with the highest frequency of use for entry 
into a text entry display location upon detecting the manipulation of the user input device to an unambig- 
uous input, and selecting the identified objects having a lower frequency of use for entry into the text entry 
display location upon detecting the manipulation of the user input device to an unambiguous input a plu- 

55 rality of times, each manipulation of the user input device to the unambiguous input selecting an object 

having a next lower frequency of use from the identified objects. 

55. The system of Claim 1 , wherein the frequency of use associated with each object contained in memory is equal 
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to the sum of the frequencies of use of the Japanese words associated with the object. 

56. The system of Claim 2, wherein after each generated input sequence, the phonetic, kana spelling, which corre- 
sponds to the object In the memory associated with the Input sequence and having a highest frequency of use. Is 
displayed. 

57. The system of Claim 2, wherein after each generated Input sequence, the phonetic kana spellings, which corre- 
spond to one or more objects In the memory associated with the Input sequence, are displayed In decreasing order 
of frequency. 

58. The system of Claim 2, wherein the processor automatically selects an object having a highest frequency of use 
as the phonetic kana spelling associated with the generated Input sequence upon detecting the manipulation of 
the user input device to the unambiguous input, causing the display to display one or more textual interpretations 
associated with the selected object, said one or more textual interpretations being one or more of Latin characters, 
hiragana, katakana, kanji or kanji plus furigana, one or more of said textual interpretations associated with one or 
more of the plurality of inputs, wherein selection of the corresponding Input selects the associated textual inter- 
pretation for output as a textual interpretation of the generated Input sequence. 

59. The system of Claim 5, wherein the user may select an object having a lower frequency of use as the phonetic 
kana spelling of the generated input sequence by manipulating the user input device to the unambiguous input a 
plurality of times, each manipulation of the user input device to the unambiguous Input selecting an object having 
a next lower frequency of use, and causing the display to display said textual Interpretations associated with said 
selected object. 

60. The system of Claim 3, wherein the user may select an object having a lower frequency of use as the phonetic 

kana spelling of the generated input sequence by manipulating the user input device to the unambiguous input a 
plurality of times, each manipulation of the user input device to the unambiguous input selecting an object having 
a next lower frequency of use, and causing the display to display said selected phonetic kana spelling as the 
phonetic kana spelling associated with the generated input sequence. 

61. The system of Claim 7, wherein the processor, upon detecting the manipulation of the user input device to a second 
unambiguous input, selects a textual interpretation associated with the selected phonetic kana spelling object and 
having a high est frequency of use as the textual Interpretation of the selected phonetic kana spelling object, causing 
the display to display said textual interpretation, wherein said textual interpretation comprises one or more of Latin 
characters, hiragana, katakana, kanji or kanji plus furigana. 

62. The system of Claim 8, wherein the user may select a textual interpretation having a lower frequency of use as 
the textual Interpretation of the selected phonetic kana spelling object by manipulating the user Input device to the 
second unambiguous input a plurality of times, each manipulation of the user input device to the second unam- 
biguous input selecting a textual interpretation having a next lower frequency of use, and causing the display to 
display said textual Interpretation as the textual Interpretation, of the selected phonetic kana spelling object. 

63. The system of Claim 6, wherein said textual interpretations are displayed In order of decreasing frequency of use. 

64. The system of Claim 10,wherein when there are mo re of said textual interpretations than of said associated plurality 
of Inputs, said additional textual Interpretations are displayed upon detecting manipulation of the user Input device 
to a designated Input. 

65. The system of Claim 10, wherein when there are fewer of said textual interpretations than of said, associated 
plurality of inputs, additional textual interpretations are displayed associated with other less frequent phonetic kana 
spellings of the generated input sequence. 
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Group words In vocabulary such that each 
word In a group has the same key 
seqtience. Sort groc^TS of words in 
descerKling order, ranked according to 
frequency of second most frequent word ki 
each 



>^>o«p> 
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Calcutal« local amWguky as frequency of 

wofds ki aV groups oxckjding most 
frcK|uen(l/ occunrk^ word \t\ each group. 




1114 



Select next liighest ranlted group of woods. 

For fughast froquerx:y wofd W1 of 
frequency F1, and 2n6 higtiesi frequency 
word V\/2 of frequency F2 in group, searcfi 
corpus of words in context and identify sets 

of words fouTKl yi>Mhk\ N preceding words 
and abo first word Mowk>g occurrences of 
W1 andW2. 

i ~ 



1116 



Separately count rxxurrerx»s of specific 
wofds ki any retath/e posiUon. arvl of 

specHic parts of speech or^ly in positions 
knmediately preceding and foHowkig 
occurrences of W1 and W2. 




1116 



Perform ckister analysts on identified sets 
ofwordsartd parts of speech. Determine 
liest rule to distktguist) occurences W2. and 
calculate reliatNiily R of rute as proportkMi of 
occurences where W2 is oorrecUy predicted 
wftan rule woukJ t>e kivoked 





1132 


Reduce totat system anrtt>iguity by 
(F2*R)-(F1 Ml -R)) 







Figure 11 
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